
 

 

 

 

 

November 4, 2019 VIA Email 

 

Juliet T.H. Walker, AICP 

Planning Director 

City of Portsmouth 

1 Junkins Avenue 

Portsmouth, NH 03801 

 

RE Hyatt Place – Foundry Place, Lot 3 

 Architect’s Project Number: 218080 

 Extension Request 

 

Dear Juliet: 

 

This letter serves the purpose of highlighting the most recent modifications to the Hyatt 

Place Hotel on Lot 3 of the Foundry Place Development.   

 

Below is a comparison of project data that has been modified: 

 

Original     Current    

99,919 GSF – Building Only   98,868 GSF - Building Only    

128 Guestrooms    144 Guestrooms 

5th floor Restaurant and Deck  Restaurant/Deck removed for Guestrooms 

4,463 GSF of Meeting/Prefunction  2,527 GSF Meeting/Prefunction 

 

The façade articulation and materiality has been updated with respect to the program 

changes above.  Building Elevations and Renderings have been included in the 

Extension Request drawings. 

 

Thank you. 

 

Sincerely,  

 
 
April S Maifield, AIA NCARB LEED AP BD+C 

Director of Hospitality 

 

Legat Architects, Inc. 

2015 Spring Road, Suite 175 

Oak Brook, Illinois 60523 

 

ATTACHMENTS Extension Request Drawings 



AREA AND USE SUMMARY

USE 1ST FLOOR 2ND FLOOR 3RD FLOOR 4TH FLOOR 5TH FLOOR

PARKING GARAGE

HOTEL

CAFE

12,032 GSF

8,900 GSF

1,606 GSF

HOTEL PATIO 210 GSF

TOTALS 22,743 GSF

19,100 GSF

140 GSF

19,240 GSF

19,100 GSF

19,100 GSF

19,100 GSF

19,100 GSF

19,030 GSF

19,030 GSF

TOTAL

12,032 GSF

85,230 GSF

1,606 GSF

350 GSF

99,218 GSF

PARKING SUMMARY

10.1115 PARKING DOWNTOWN OVERLAY DISTRICT:

10.1115.20: 144 GUESTROOMS X .75 = 108 SPACES
10.1115.23: 4 SPACE REDUCTIONS = 104 SPACES
(NO PARKING FOR MEETING ROOMS AT ORINIAL APPROVAL)

FOUNDRY GARAGE: 33 SPACES

HOTEL GARAGE: 75 SPACES

TOTAL: 108 SPACES (4 EXTRA)

10.5A46.10 INCENTIVE TO DEVELOPMENT

STANDARD NORTH END INCENTIVE PROPOSED
MAXIMUM BUILDING COVERAGE NO CHANGE
MAXIMUM BUILDING FOOTPRINT 30,000 SF
MAXIMUM BUILDING BLOCK LENGTH NO CHANGE
MINIMUM LOT AREA NO CHANGE
MINIMUM LOT AREA PER DWELLING NO CHANGE
MAXIMUM BUILDING HEIGHT PLUS 1 STORY UP TO 10' 14 F00T SIDEWALK,
-10' SIDEWALK PLUS 2' FOR EACH STORY RESULTING IN 5 STORIES

MINIMUM GROUND STORY HEIGHT: NO CHANGE
MINIMUM OFF STREET PARKING NO CHANGE
GROUND STORY PARKING PERMITTED WITH LINER BUILDING

LOT 3 BASELINE ALLOWS 2-4 STORIES, 50 FEET HEIGHT

ACTUAL STORY AND HEIGHT:
14' SIDEWALK TO BE COMMUNITY SPACE, 5 STORIES
50 FEET BUILDING HEIGHT + 10 ADDITIONAL FEET = 60 FEET FROM AVERAGE GRADE PLANE TO ROOF

CODE PROPOSED
MAXIMUM PRINCIPAL FRONT YARD: 5 Feet VARIES; 14' setback from Curb for 

Community Space Use

MAXIMUM SECONDARY FRONT YARD: 5 Feet See above
SIDE YARD: NR NR
MINIMUM YEAR YARD: GREATER OF 5 FT FROM 5 Feet

REAR LOT LINE OR 10 FT
FROM CENTER OF ALLEY

MAXIMUM BUILDING BLOCK LENGTH 225 FT 173'-8"
MAXIMUM FACADE MODULATION LENGTH 100 FT 68'-2"
MAXIMUM ENTRANCE SPACING 50 FT 36'-8" MAX OCCURANCE
MAXIMUM BUILDING COVERAGE 95% 26,503 SF X .95 = 25,117.85 SF; 22,743 SF ACTUAL
MAXIMUM BUILDING FOOTPRINT 30,000 SF 22,743 SF
MINIMUM LOT AREA NA NA
MINIMUM LOT AREA PER DWELLING UNIT NA NA
MINIMUM OPEN SPACE 5% 26,503 SF X .05 = 1,325 SF; 7.2% ACTUAL 1,927 SF

>50% PERMEABLE 939 SF; 55.3% PERMEABLE 1,047 SF
BUILDING HEIGHT 50 FT + 10 FT + 2 FT T/O ROOF = 59'-9" ; T/O PARAPET = 61'-9"
BUILDING STORIES 4 STORIES + 1 STORY 5 STORIES
MAXIMUM FINISHED FLOOR SURFACE 3 FEET 2'-6"

ABOVE SIDEWALK GRADE
MINIMUM GROUND FLOOR HEIGHT 12 FT 15'-4"
MINIMUM SECOND FLOOR HEIGHT 10 FT 13'-4"
FACADE GLAZING

STOREFRONT FACADE 70% 70%
OTHER FACADE TYPES 20 - 50% 30%

ROOF TYPE FLAT, GABLE, HIP, FLAT
GAMBREL, MANSARD

ROOF PITCH, IF ANY FLAT FLAT
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EXTENSION REQUEST

NO. DESCRIPTION DATE

SHEET INDEX

COVER SHEET
G-002 TITLESHEET AND ZONING ORDINANCE INFORMATION

SURVEY
X1 EXISTING CONDITIONS SITE PLAN - LOTS 1 THROUGH 6
X2 EXISTING CONDITIONS SITE PLAN - LOT 3 DETAIL

CIVIL
C1.0 GENERAL NOTES 1 OF 2
C1.1 GENERAL NOTES 2 OF 2
C002 DEMOLITION PLAN
C3.0 OVERALL SITE PLAN
C3.1 SITE PLAN - DETAIL
C3.2 SITE PLAN - DETAIL
C3.3 SITE PLAN - DETAIL
C4.0 GRADING AND DRAINAGE PLAN
C4.1 GRADING - DETAIL
C4.2 GRADING - DETAIL LOT 2
C5.0 UTILITY PLAN - SANITARY SEWER
C5.1 UTILITY PLAN - WATER, GAS, & ELECTRICAL
C6.0 EROSION & SEDIMENT CONTROL PLAN
C7.0 SANITARY SEWER AND DRAINAGE PROFILES
C7.1 SUBSURFACE DRAIN PLAN & PROFILE
C401 SITE DETAILS 1
C402 SITE DETAILS 2
C403 DRAINAGE DETAILS
C404 UTILITY DETAILS 1
C405 UTILITY DETAILS 2
C406 INFILTRATION DETAILS
C407 EROSION AND SEDIMENTATION DETAILS

SITE ELECTRIC
3.SE1.1 BUILDING #3 ELECTRICAL & COMMUNICATIONS PLAN
3.SE1.2 BUILDING #3 LIGHTING PLAN
3.SE1.3 BUILDING #3 PHOTOMETRIC PLAN
3.SE2.1 SITE ELECTRICAL DETAILS
3.SE2.2 SITE ELECTRICAL DETAILS
3.SE2.3 SITE ELECTRICAL DETAILS
OSE1.3 OFF SITE ELECTRICAL PLAN
SE102 OFF SITE ELECTRICAL PLAN

LANDSCAPE
L1 LANDSCAPE PLAN
L2 LANDSCAPE DETAILS

ARCHITECTURAL
AS001 INCENTIVE SITE PLANS
A-101 FIRST FLOOR PLAN
AR101 ROOF PLAN
A-201 EXTERIOR BUILDING ELEVATIONS
A-202 EXTERIOR BUILDING ELEVATIONS
A-203 EXTERIOR BUILDING ELEVATIONS
A-900 3D VIEWS

SUMMARY OF APPROVED VARIANCES BY LOT
LOT 2 (APPROVED JULY 18, 2017)

1. A VARIANCE FROM SECTION 10.440 TO ALLOW A SURFACE PARKING LOT AS A PRINCIPAL USE WHERE SUCH USE IS
NOT ALLOWED.

2. A VARIANCE FROM SECTION 10.5A44 TO ALLOW A PARKING LOT THAT DOES NOT COMPLY WITH THE REQUIREMENTS 
OF THE ORDINANCE.

LOT 3 (APPROVED MAY 16, 2017)
1. A VARIANCE FROM SECTION 10.516.20 TO ALLOW A 5' +/- REAR YARD ADJOINING A RAILROAD RIGHT-OF-WAY WHERE 15'

IS REQUIRED.
2. A VARIANCE FROM SECTION 10.1114.21 TO ALLOW 62 PARKING SPACES UTILIZING A TWO-CAR LIFT SYSTEM IN EACH

BAY THAT DOES NOT MEET THE REQUIRED DIMENSIONS FOR PARKING SPACES.
3. A VARIANCE FROM SECTION 10.1114.32(a) TO ALLOW VEHICLES TO ENTER AND LEAVE PARKING SPACES BY PASSING 

OVER ANOTHER PARKING SPACE OR REQUIRING THE MOVING OF ANOTHER VEHICLE.

LOT 4 (APRIL 18, 2017)
1. A VARIANCE UNDER SECTION 10.440, USE #19.40 TO ALLOW A DRIVE-THROUGH FACILITY AS AN ACCESSORY USE.
2. A VARIANCE FROM SECTION 10.516.20 TO ALLOW A 5' +/- REAR YARD ADJOINING A RAILROAD RIGHT-OF-WAY WHERE 15'

IS REQUIRED.
3. A VARIANCE FROM 10.5A41.10D TO ALLOW A FRONT LOT LINE BUILDOUT OF 66% +/- WHERE 80% IS REQUIRED.
4. A VARIANCE FROM SECTION 10.835.31 TO ALLOW AN OUTDOOR SERVICE FACILITY (ATM) 49.7' +/- FROM THE REAR LOT

LINE AND 48' +/- FROM THE FRONT LOT LINE WHERE 50' IS REQUIRED FOR EACH.
5. A VARIANCE FROM SECTION 10.835.32 TO ALLOW A DRIVE-THROUGH BYPASS LANE 11.3' +/- FROM A LOT LINE WHERE 30'

 IS REQUIRED.

EXTENSION REQUEST         11/5/2019

DATE

SIGNATURE

DATE

SIGNATURE

DATE

S IGNATURE
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WIDE RAISED BRICK CROSSWALK

WITH CONTRASTING COLOR FROM

CITY STANDARD

PROP

STOP

BAR

PROP SIGN R7-5R

PROP SIGN

R7-5L

PROP.

BOLLARDS

BANK PARKING

L.S.A.

L

.
S

.
A

.

L
.
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.
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.

L.S.A.

L
.
S

.
A

.

L.S.A.

CITY STANDARD HBP

SEE SHEET C401

L

.

S

.

A

.

PROP CURB RAMP

AT SAME

LOCATION OF CITY

RAMP

MAIN ENTRANCE

ROW/LOT LINE

PROP STANDARD

HBP. SEE SHEET

C401

PROP EOP

L.S.A.

PERMEABLE

BRICK

PAVERS

PROPOSED FURNITURE

PROPOSED STEPS

6 RISERS

L.S.A.

L.S.A.

PROP 6' HIGH CHAINLINK

FENCE (BLACK VINYL

COATED)

LP

F
L
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H
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S
H

 
 
C
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R

B

TD

GRANITE BLOCK CURB (3" REVEAL)

SEE DETAILS ON SHEET C401

T

D

STREET TREE (TYP.)

CANOPY

EXTENTS

PROP SIGN R1-1 FACING

LOT & SIGN R5-1

FACING STREET

FOOTING

EXTENTS

UPPER LEVEL

OVERHANG

CANOPY

EXTENTS

P
R

O
P

 
V

G
C

FLUSH VGC

TRANSFORMER

SCREENING (SEE ARCH PLANS)

PROPOSED TERRACE

LP

LP

L

.
S

.
A

.

L.S.A.

PROP SIGN

SIGN R5-1

LP

LP

LP

LP

LP

LP

PROP GATES FOR

MAINTENANCE ACCESS

PROP SIGN R1-1 FACING

EXITING TRAFFIC

ATTACHED TO BUILDING

"DO NOT ENTER" BANNER

ABOVE GARAGE ENTRANCE.

SEE ARCH SHEETS.

STOP BAR AT

ENTRANCE.  SEE ARCH

SHEETS FOR LAYOUT
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0.83'

PROP GAS

METERS

SEE LANDSCAPE DRAWINGS

FOR PLANTER INFORMATION

PROPOSED BOLLARDS

P
R

O
P

.
 
4
"
 
S

W
L
L

LOADING ZONE STRIPING

TO BE 4" SWLL

SEE DETAIL

PROP.

GENERATOR FOR LOT 3.

SEE ARCH DRAWINGS

ACCESS PERMITTED

ALONG FOUNDRY

EXISTING CITY LIGHT POLES

PARKING LIGHT POLE

SEE ELECTRICAL DRAWINGS

UPPER LEVEL

OVERHANG

VERTICAL

GRANITE CURB

PROPOSED 

1 STEP RISER

CONCRETE APPROACH

SLAB, SEE DETAIL

4'

SEE LANDSCAPE PLAN (L1)

NEW BRICK SIDEWALK 

WITH GRANITE CURB AND

CURB CUTS EVERY 20'

(SEE LANDSCAPE PLAN

AND DETAILS)

AND LANDSCAPE DETAILS (L2)

FOR SILVA CELL UNDERDRAIN

DETAILS

CONSTRUCT BRICK PAVERS

OVER STOOPS, SEE DETAIL

SECTION FOR BUILDUP

1 FT CURB BREAK (TYP.)

8 BIKE RACKS BY LANDSCAPE

FORMS, MULTIPLICITY RACK, OR

EQUAL. (TYP.)

2 BIKE RACKS BY LANDSCAPE

FORMS, BOLA RACK, OR EQUAL.

(TYP.)

SITE PLAN-

DETAIL

(SHEET 1 OF 3)

C3.1

M
A

T
C

H
L
I
N

E
 
S

H
E

E
T

 
B

-
B

 
C

3
.
2

LEGEND:

TRANSFORMER

SITE BOUNDARY LINE

ABUTTER LOT LINE

PROPOSED BUILDING

REAR SETBACK

FOUNDATION EXTENTS

BUILDING/CANOPY OVERHANG

ACCESSOR'S MAP#/ LOT#

PROP BRICK SIDEWALK

     PROP VEHICULAR BRICK 

PAVEMENT

NEW  BITUMINOUS  

PAVEMENT SECTION (HBP)

     LANDSCAPE (SEE 

ATTACHED LANDSCAPE 

PLANS FOR DETAILS)

CONCRETE

      EXTERIOR PARKING 

SPACES

PROP LIGHT POLE (CITY)

PROP LIGHT POLE 

(ON-SITE)

ABBREVIATIONS:

HBP HOT BITUMINOUS PAVEMENT

LSA LANDSCAPED AREA

PROP PROPOSED

SSWL SINGLE SOLID WHITE LINE

TYP TYPICAL

TD CURB TIP DOWN

VGC      VERTICAL GRANITE CURB

LP AREA LIGHT POLE

T

NOTES:

1. SEE LANDSCAPE SHEETS (L SERIES) FOR LANDSCAPE AND STREETSCAPE

LAYOUT AND DETAILS

2. ALL IMPROVEMENTS SHOWN ON THIS SITE PLAN SHALL BE CONSTRUCTED

AND MAINTAINED IN ACCORDANCE WITH THE PLAN BY THE PROPERTY

OWNER AND ALL FUTURE PROPERTY OWNERS.  NO CHANGES SHALL BE

MADE TO THIS PLAN SITE PLAN WITHOUT THE EXPRESS APPROVAL OF THE

PORTSMOUTH PLANNING DIRECTOR.

3. BRICK COLOR IN VEHICULAR TRAVEL LANES AND PASSENGER LOADING

AREAS SHALL BE SELECTED BY OWNER DURING SHOP DRAWINGS.

4. ALL SNOW  REQUIRING REMOVAL WILL BE HAULED OFF SITE AND SHALL

NOT BE STORED ON CITY PROPERTY.

5. SEE ARCHITECTURAL SHEET A1.01T FOR RIGHT-OF-WAY SIGNAGE

ATTACHED TO BUILDING AND INTERIOR PAVEMENT MARKINGS.

6. SEE SHEET C402 FOR SITE SIGNING LEGEND

7. VERTICAL GRANITE CURB DETAILS PROVIDED ON SHEET C401
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6

PROP VGC

FLUSH VGC

PROP VGC

VEHICULAR BRICK

PAVEMENT

SEE SHEET C401
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DEER STREET
(PUBLIC -  WIDTH VARIES)

EXISTING 20'

CITY DRAIN ESMT
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1
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6

PROP SIGN

R6-1L

EXISTING "STOP"

AND "DO NOT

ENTER" SIGNS TO

REMAIN

EXISTING "DO NOT

ENTER" SIGN TO

REMAIN

NEW  STANDARD HBP SECTION

TO EXISTING GRADES. SEE DETAIL ON C401

EXISTING PAVING TO BE MILLED AND

OVERLAYED A DEPTH OF 1.5"

PROP 4" SSWL

DEER STREET STREET RE-STRIPING IS

APPROXIMATE AND SHOWN FOR

REFERENCE ONLY.  RE-STRIPING BY CITY

BANK DRIVE THROUGH

TO REMAIN ACTIVE

EXISTING PARKING SPACES TO REMAIN

L.S.A.

L.S.A.

L.S.A.

L.S.A.

RE-STRIPE PARKING

SPACES TO

EXISTING LENGTH

PROPOSED TREE

NEW PAVEMENT

MARKINGS

PROP

VGC

5' REAR SETBACK

L.S.A.

RE-STRIPE PARKING SPACES

TO EXISTING LENGTH

LP

EXISTING BRICK PAVERS

TO REMAIN

PROP SITE ENTRY SIGN

SEE ARCHITECTURAL

DRAWINGS

PROP 4" SSWL

PROP 4" SBWL

PROP 4"

STRIPE HATCH

LP

L.S.A.

PROP BCC

1- ACCESSIBLE VAN SPACE

LP

LP

1
0
.
2
5
'

EXISTING 20'

CITY DRAIN EASEMENT

1
3
.
1
7
'

1

1

.
6

3

'

9
'

9
'

6'

6
.
4
3
'

PROP SIGN R3-2

ATTACHED TO

BUILDING.

EXISTING BANK
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4

18"x18" SQUARE CONCRETE

FOUNDATION, SEE DETAIL

SITE PLAN -

DETAIL

(SHEET 2 OF 3)

C3.2

M
A

T
C

H
L
I
N

E
 
A

-
A

 
(
S

H
E

E
T

 
C

3
.
1
)

0 30

1 IN. = 10 FT.

10 10

LEGEND:

SITE BOUNDARY LINE

ABUTTER LOT LINE

REAR SETBACK

PROP BRICK PAVERS

     PROP BITUMINOUS  

PAVEMENT SECTION (HBP)

PROP MILL AND OVERLAY

     PROP LANDSCAPING (SEE

ATTACHED LANDSCAPE 

SHEETS FOR DETAILS)

NO. OF EXTERIOR PARKING

SPACES

PROP LIGHT POLE 

(ON-SITE)

ABBREVIATIONS:

BCC BITUMINOUS CONCRETE CURB

HBP HOT BITUMINOUS PAVEMENT

LSA LANDSCAPED AREA

PROP PROPOSED

SDWL SINGLE BROKEN WHITE LINE

SSWL SINGLE SOLID WHITE LINE

TYP TYPICAL

TD CURB TIP DOWN

VGC      VERTICAL GRANITE CURB

LP AREA LIGHT POLE

NOTES:

1. ALL CONDITIONS OF THE PLAN SHALL REMAIN IN EFFECT IN PERPETUITY PURSUANT TO THE

REQUIREMENTS OF THE SITE PLAN REGULATIONS.

2. THIS SITE PLAN SHALL BE RECORDED IN THE ROCKINGHAM COUNTY REGISTRY OF DEEDS.

3. ALL IMPROVEMENTS SHOWN ON THIS SITE PLAN SHALL BE CONSTRUCTED AND MAINTAINED

IN ACCORDANCE WITH THE PLAN BY THE PROPERTY OWNER AND ALL FUTURE PROPERTY

OWNERS.  NO CHANGES SHALL BE MADE TO THIS PLAN SITE PLAN WITHOUT THE EXPRESS

APPROVAL OF THE PORTSMOUTH PLANNING DIRECTOR.

6
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FOUNDRY PLACE
(PUBLIC - WIDTH VARIES)

8
'

1
4
'

LP

AT GRADE PARKING GARAGE

- VALET ONLY

78 PARKING SPACES

8
'

1
4
'

LP

PROPOSED PARKING GARAGE

LOT 2

TAX MAP: 125, LOT 17-1

AREA = 8,519 SF

FUTURE DESIGN UNDER

SEPARATE APPLICATION.

SITE PLAN -

 DETAIL

(SHEET 3 OF 3)

C3.3

M
A

T
C

H
L
I
N

E
 
A

-
A

 
S

H
E

E
T

 
C

3
.
1

0 30

1 IN. = 10 FT.

10 10

BRICK SIDEWALK. SEE

LANDSCAPE SHEETS FOR

DETAILS

TEMP CRUSHED GRAVEL

SURFACE  UNTIL LOT 2

DEVELOPMENT

FIRE HYDRANT BY

CITY

LEGEND:

SITE BOUNDARY LINE

ABUTTER LOT LINE

REAR SETBACK

PROP BRICK SIDEWALK

PROP BITUMINOUS  

PAVEMENT SECTION (HBP)

     PROP LANDSCAPING (SEE

ATTACHED LANDSCAPE 

SHEETS FOR DETAILS)

PROP LIGHT POLE (CITY)

ABBREVIATIONS:

HBP HOT BITUMINOUS PAVEMENT

LSA LANDSCAPED AREA

PROP PROPOSED

TEMP TEMPORARY

TYP TYPICAL

NOTES:

1. ALL CONDITIONS OF THE PLAN SHALL REMAIN IN EFFECT IN

PERPETUITY PURSUANT TO THE REQUIREMENTS OF THE SITE PLAN

REGULATIONS.

2. THIS SITE PLAN SHALL BE RECORDED IN THE ROCKINGHAM COUNTY

REGISTRY OF DEEDS.

3. ALL IMPROVEMENTS SHOWN ON THIS SITE PLAN SHALL BE

CONSTRUCTED AND MAINTAINED IN ACCORDANCE WITH THE PLAN BY

THE PROPERTY OWNER AND ALL FUTURE PROPERTY OWNERS.  NO

CHANGES SHALL BE MADE TO THIS PLAN SITE PLAN WITHOUT THE

EXPRESS APPROVAL OF THE PORTSMOUTH PLANNING DIRECTOR.

LSA

CROSSWALK AND CURB RAMP

TO BE CONSTRUCTED AS PART

OF LOT 6 (TAX MAP 138-62)

DEVELOPMENT.

TEMP HBP PAVEMENT

Relationships. Responsiveness. Results.
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OCS-1

T
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N

LOT 3 BUILDING

FIRST FLOOR FOOTPRINT: 21,977 SF

STORIES: 5

HEIGHT: 61 FT - 9 IN

 HOTEL, BAR

F.F.E.: 12.00

S
T

O
O

P

-
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+
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0
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S

T
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D

R

A

I
N

24" W X24" D STONE

EDGE DRAIN

WITH 12" PERF. PIPE.

SUBSURFACE INFILTRATION SYSTEM

C/O

ACCESS PORT

PERVIOUS BRICK

PAVEMENT

TIDEFLEX TF-1

VALVE ON END

OF PIPE

OVERFLOW DISCHARGE PIPE

PHASE

SC-1

RIM: 10.66

INV OUT: 6.00 (NE)

5
2
' O

F
 8

" P
V

C
 @

 1
.0

0
%

INV IN: 5.48

CORE THROUGH CONC

WALL AND CONN PER

CITY REQUIREMENTS.

OCS-1 (5X5)

RIM: 12.0

INV IN: 9.25

INV OUT: 6.25 (SE)

INV OUT: 9.98 (NE)

1
0
5
'
 
O

F
 
1
2
"
 
D

I
C

L
 
@

 
1
.
0
4
%

PDHM-1

RIM: 10.45

INV IN: 5.93 (NW)

INV IN: 5.93 (SW)

INV IN: 6.15 (NE)

INV OUT: 5.83 (SE)

SILVA CELL

UNDER DRAIN

0.50% MIN.

SILVA CELL

UNDER DRAIN

0.50% MIN.

PNDS

RIM: 11.86

INV IN: 9.93 (SW)

INV OUT: 9.88 (SE)

11' OF

9
9
'
 
O

F
 
1
0
"
 
D

I
C

L
 
@

 
0
.
2
0
%

OVERFLOW OUTFALL

INV OUT: 9.68

CONNECT CANOPY 

DRAIN TO MANHOLE

OUTLET CANOPY DRAIN

TO LANDSCAPED AREA

10" DICL

@ 0.45%

CONNECT CANOPY DRAIN

TO MANHOLE

1/8 BEND

1/16 BEND

NOTE: SEE PLUMBING DRAWINGS

FOR ROOF DRAIN TIE IN LOCATIONS

APPROXIMATE LOCATION

OF EXISTING CITY STUB

CONNECT CANOPY

DRAINS TO OUTLET 

PIPE

 GRADING AND

DRAINAGE

PLAN

C4.0

NOTES:

1. ALL CONDITIONS OF THE PLAN SHALL REMAIN IN EFFECT

IN PERPETUITY PURSUANT TO THE REQUIREMENTS OF

THE SITE PLAN REGULATIONS.

ABBREVIATIONS:

HP HIGH POINT

SC STORMSCEPTOR TREATMENT  UNIT

PDMH PROP DRAIN MANHOLE

PNDS PROP NYLOPLAST DRAIN STRUCTURE

LEGEND:

STORMWATER MANHOLE

STORMWATER INLET

STORMWATER PIPE

PROPOSED CITY FOUNDRY

PLACE STORM DRAIN

SPOT GRADE

PROP FG CONTOUR

D

D

0 30

1 IN. = 10 FT.

10 10

17.17

10

STORM DRAIN NOTES:

1. SEE SHEET C1.0 AND C1.1 FOR GENERAL UTILITY  NOTES.

2. ALL ELEVATIONS SHOWN ARE IN REFERENCE TO THE PROJECT BENCHMARK AND MUST BE VERIFIED BY THE

CONTRACTOR PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR SITE RESTORATION AND CLEAN UP UPON COMPLETION OF ITS

WORK.

4. STORM DRAIN TESTING SHALL CONFORM TO CITY OF PORTSMOUTH REGULATIONS, REQUIREMENTS, AND

SPECIFICATIONS.  COORDINATE TESTING OF SEWER AND WATER LINE CONSTRUCTION WITH THE CITY OF

PORTSMOUTH.

5. ALL STORM DRAIN PIPE MATERIALS, STRUCTURES, APPURTENANCES AND INSTALLATION SHALL BE IN

ACCORDANCE TO THE CITY OF PORTSMOUTH CONSTRUCTION SPECIFICATIONS AND REQUIREMENTS.

6. ALL STORM DRAIN SHALL BE PVC SDR 35. PIPE THROUGH FOUNDATION WALL SHALL BE CIP OR PER BUILDING

PLUMBING PLANS.

7. THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL MANHOLES, CONNECTIONS, ANCILLARY MATERIALS AND

HARDWARE, AND OTHER MISCELLANEOUS ITEMS NOT NECESSARILY DETAILED ON THESE DRAWINGS TO RENDER

INSTALLATION COMPLETE AND OPERATIONAL AND ACCEPTABLE TO THE CITY OF PORTSMOUTH.

8. ROOF DRAINS BELOW PARKING GARAGE SHALL HAVE 2" THICK X 4' WIDE RIGID FOAM BOARD INSULATION

CENTERED 6" ABOVE PIPE. INSULATION SHALL BE TURNED DOWN 2' ON SIDES OF PIPE. INSULATION SHALL BE 60

PSI AND COMPLY WITH ASTM C578. TYPE VII

Relationships. Responsiveness. Results.
www.gorrillpalmer.com
207.772.2515
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MATCH EG:
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10.9

BC:10.92

0" REVEAL

MATCH EG:

10.34±

BC:MATCH EG

10.67±

11.98

BC:11.81"

0" REVEAL

11.86

BC:11.81

0" REVEAL

10.85

BC:10.31

BC:10.28

BC:10.10

BC:9.61

BC:11.0

2" REVEAL

11.40

11.35

11.94

11.94

11.98

11.98

11.98

11.72

11.31

11.83

MATCH EX.

0" REVEAL

10.64

11.89

11.29

BC:11.85

0" REVEAL

10.85

11.04

10.54

10.44

11.72

BC:11.81

0" REVEAL

11.12

11.39

BC:10.94

11.87

11.85

11.82

11.53

10.51

10.56

11.98

11.98

10.35

11.69

MATCH EG:

10.28±

BC:11.04

10.93

BC/HP:11.52

BC: MATCH EG

11.55±

BC:MATCH EG

11.93±

BC:11.36

FLUSH

FLUSH

11.98

11.98

11.98

12.00

10.72

11.20

11.72

11.9 BC

12.15 TC

11.85 BC

12.15 TC

11.40 BC

12.15 TC

11.98 BC

12.15 TC

11.31 BC

12.15 TC

11.88

ADA ACCESSIBLE RAMP

MAX SLOPE 1/12 OR 8.33%

11.40 BOS

11.98 TOS

11.40 BC

12.15 TC

11.98

10.69

10.12

10.45

10.75

10.21

10.55

GRADING-

DETAIL

C4.1

SPOT GRADING ABBREVIATIONS:

BC: BOTTOM OF CURB

EG: EXISTING GRADE

TC: TOP OF CURB

HP: HIGH POINT

TOW: TOP OF WALL

BOW: BOTTOM OF WALL

TOS: TOP  OF STEP

BOS: BOTTOM OF STEP

        : SPOT GRADE

17.17

NOTES:

1. A SIGNIFICANT PORTION OF SIDEWALK RUNOFF IS DIRECTED

INTO THE LANDSCAPED VEGETATED AREAS.

2. ALL CONDITIONS OF THE PLAN SHALL REMAIN IN EFFECT IN

PERPETUITY PURSUANT TO THE REQUIREMENTS OF THE SITE

PLAN REGULATIONS.
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PROPOSED PARKING GARAGE

LOT 2

TAX MAP: 125, LOT 17-1

AREA = 8,519 SF

FUTURE DESIGN UNDER

SEPARATE APPLICATION.

PROPOSED PARKING GARAGE

LOT 2

TAX MAP: 125, LOT 17-1

AREA = 8,519 SF

FUTURE DESIGN UNDER

SEPARATE APPLICATION.

1

1

1

1

D

D

PDHM-1

OCS-1

D

AT GRADE PARKING GARAGE

- VALET ONLY

78 PARKING SPACES

S
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11.07

11.83

10.66

11.98

10.35

11.90

10.04

11.03

10.94

10.81

11.94

11.94

11.98

11.98

11.98

11.72

11.31

11.83

11.12

11.39

BC:10.94

11.87

11.85

11.82

11.53

11.98

11.98

11.69

MATCH SIDEWALK GRADES 

CURB RAMP AND CROSSWALK

CONSTRUCTION TO BE DETERMINED

IN THE FIELD

10.72

11.20

11.72

 WITH EXISTING

11.9 BC

12.15 TC

11.85 BC

12.15 TC

11.40 BC

12.15 TC

11.98 BC

12.15 TC

11.31 BC

12.15 TC

11.40 BOS

11.98 TOS

11.40 BC

12.15 TC

11.98

10.55

GRADING -

DETAIL

LOT 2

C4.2

SPOT GRADING ABBREVIATIONS:

BC: BOTTOM OF CURB

EG: EXISTING GRADE

TC: TOP OF CURB

HP: HIGH POINT

TOW: TOP OF WALL

BOW: BOTTOM OF WALL

        : SPOT GRADE

17.17

NOTES:

1. THE GARAGE FLOOR PITCHES INTO THE

BUILDING  FROM THE ENTRANCE.

WATER WITHIN THE GARAGE WILL BE

COLLECTED WITHIN AN EVAPORATIVE

TRENCH DRAIN.

2. A SIGNIFICANT PORTION OF SIDEWALK

RUNOFF IS DIRECTED INTO THE

LANDSCAPED VEGETATED AREAS.

3. ALL CONDITIONS OF THE PLAN SHALL

REMAIN IN EFFECT IN PERPETUITY

PURSUANT TO THE REQUIREMENTS OF

THE SITE PLAN REGULATIONS.
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GRADE LOT 2 TO DRAIN
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CONNECT TO EXIST

SEWER STUB

INV=3.50

PROPOSED CITY

CONNECTION TO

EXISTING BANK.

RIGID FOAM INSULATION.

PSMH-3

RIM=11.22

INV IN=4.04 NW

INV IN=4.04 SW

INV OUT=3.94 SE

16' OF 6" PVC @ 1.04%

PGT-1

RIM=11.69

INV IN=5.45 SW

INV OUT=5.20 SE

8' OF 8" PVC @ 1.00%

PSMH-4

RIM=10.81

INV IN=3.40 NW

INV OUT=3.30 E

KITCHEN-1

INV: 5.61

BLDG CONN-2 (1ST FLOOR)

INV: 5.31

PSMH-2

RIM=11.72

INV IN=5.12 NW

INV OUT=4.70 SE

2
5
'
 
O

F
 
8
"
 
P

V
C

 
@

2
.
6
4
%

51' OF 8" PVC @ 2.48%

1
5
'
 
O

F
 
8
"
 
P

V
C

BLDG CONN-1 (UPPER FLOORS)

INV: 7.00

PSMH-1

RIM=11.88

INV IN=6.94 NW

INV OUT=4.60 S

6' OF 8" PVC @ 1.04%

2' OF 8" PVC

@ 1.00%

S

APPROXIMATE LOCATION

OF EXISTING SEWER

APPROXIMATE LOCATION

OF EXISTING SEWER LINE

SEE SHEET C405 FOR GREASE

TRAP SIZING AND DETAILS
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2" PVC VENT PIPE

CONNECT VENT

PIPING TO BUILDING

VENT, SEE PLUMBING

DRAWINGS

UTILITY PLAN

- SANITARY

SEWER

C5.0

GREASE INTERCEPTOR TABLE

GREASE

INTERCEPTER

NUMBER OF

SEATS

GREASE

INTERCEPTOR

SIZE (GALLONS)

BUILDING

LOCATION

TYPE

PGT-1

237 + HOTEL 4000

1ST FLOOR

(KITCHEN 1)

1ST FLOOR CAFE &

HOTEL SERVICE

PGT-2

148 2500

5TH FLOOR

(KITCHEN 2)

ROOFTOP LOUNGE

NOTE:

SEE SHEET C1.0 AND C1.1 FOR GENERAL UTILITY  NOTES.

SEWER NOTES:

1. ALL ELEVATIONS SHOWN ARE IN REFERENCE TO THE

PROJECT BENCHMARK AND MUST BE VERIFIED BY THE

CONTRACTOR PRIOR TO THE COMMENCEMENT OF

CONSTRUCTION.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR SITE

RESTORATION AND CLEAN UP UPON COMPLETION OF ITS

WORK.

3. WATER AND SEWER TESTING TO CONFORM TO CITY OF

PORTSMOUTH REGULATIONS, REQUIREMENTS, AND

SPECIFICATIONS.  COORDINATE TESTING OF SEWER AND

WATER LINE CONSTRUCTION WITH THE CITY OF

PORTSMOUTH.

4. ALL MECHANICAL JOINTS TO BE MEGALUG SERIES 1100

INSTALLED IN ACCORDING WITH MANUFACTURER

RECOMMENDATIONS OR APPROVED EQUAL.

5. ALL SEWER AND WATER PIPE MATERIALS, STRUCTURES,

APPURTENANCES AND INSTALLATION SHALL BE IN

ACCORDANCE TO THE CITY OF PORTSMOUTH

CONSTRUCTION SPECIFICATIONS AND REQUIREMENTS.

6. ALL GRAVITY SEWER PIPE SHALL BE PVC (SDR35) AND BE

GREEN IN COLOR.  PIPE THROUGH FOUNDATION WALL

SHALL BE CIP OR PER BUILDING PLUMBING PLANS.

7. ALL WATER MAIN AND SERVICE PIPE SHALL BE DUCTILE

IRON CEMENT LINED (DICL) CLASS 52.

8. ALL HYDRANTS, VALVES, AND FITTINGS SHALL MEET CITY

OF PORTSMOUTH SPECIFICATIONS AND REQUIREMENTS.

9. THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL

MANHOLES, BOXES, FITTINGS, COVERS, PLATES,

ANCILLARY MATERIALS AND HARDWARE, AND OTHER

MISCELLANEOUS ITEMS NOT NECESSARILY DETAILED ON

THESE DRAWINGS TO RENDER INSTALLATION COMPLETE

AND OPERATIONAL AND ACCEPTABLE TO THE CITY OF

PORTSMOUTH AND PRIVATE UTILITIES.

10. INSULATION SHALL BE PROVIDED OVER UTILITIES

INCLUDING SANITARY SEWER, WATER MAINS, WATER

SERVICES AND SANITARY LATERALS AT STORM SEWER

CROSSINGS.  INSULATION BOARD TO BE CLOSED CELL,

EXTRUDED POLYSTYRENE FOAM MEETING ASTM 578,

TYPE VI, 40 PSI COMPRESSIVE STRENGTH (ASTM D1621)

0.1% MAX. WATER ABSORPTION (ASTM C272)

LEGEND

SEWER MANHOLE BY CITY

WATER LINE BY CITY

GAS LINE BY CITY

ELECTRIC LINE BY CITY

SEWER LINE BY CITY

EXISTING SEWER MANHOLE

EXISTING SEWER MANHOLE

EXISTING COMBINED SEWER LINE

WATER VALVE

GAS VALVE

PROP WATER LINE

PROP GAS LINE

PROP UNDERGROUND ELECTRIC

PROP UNDERGROUND COMMUNICATIONS

PROP ELECTRICAL VAULT/HANDHOLE

PROP COMMUNICATIONS MANHOLE

PROP SANITARY SEWER MANHOLE

PROP SANITARY SEWER

PROP GREASE INTERCEPTOR

S

COMMUNICATION LINE BY CITY
COM

W

G

E

G
V

W
V

UGE

W

GG

COM

0 30

1 IN. = 10 FT.
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CONNECT NEW WATER SERVICE TO CITY

PROPOSED STUBOUTS

PROP GAS SERVICE &

METER LOCATIONS

PROP UNDERGROUND COMM AND

POWER SERVICE TO EXISTING BUILDING.

SERVICES SHALL BE INSTALLED DURING

DEMOLITION BEFORE DISCONNECTION

OF EXISTING SERVICES. CONTRACTOR

SHALL LOCATE EXISTING DUCTBANK AND

CONNECT NEW DUCTS TO EXISTING.

PROP. TRANSFORMER

FOR BUILDING 3

PROP. TRANSFORMER

FOR EXISTING BANK

PROP. EVERSOURCE

UTILITY EASEMENT

PROP. EVERSOURCE UTILITY EASEMENT

WIDTH VARIES

TEST PIT TO DETERMINE EXACT

LOCATION AND ELEVATION OF

EXISTING UGE AND

COMMUNICATION DUCT BANK

STUB DUCTBANK FOR

FUTURE CONNECTION.

SEE ELECTRICAL PLANS FOR

DETAILS.  COORD. W/

EVERSOURCE

PROP. 1-1/4" GAS SERVICE.

COORDINATE WITH UNITIL

EXIST SECONDARY

COMM MANHOLES.

ELEC AND COMM DUCT

BANK  TO EXIST BANK.

CONDUIT SIZE AND

NUMBER TO BE

DETERMINED IN THE FIELD

BY ELECTRICAL

ENGINEER

ELEC AND COMM DUCT BANK STUB OUT.

6  -5" ELEC DUCTS AND 3 - 3" COMM DUCTS

PROP ELEC AND COMM DUCT

BANK

4 -5" ELEC DUCTS

3-3" COMM DUCTS

PROP SECONDARY COMM MANHOLES (3).  COORD

W/ FAIRPOINT,COMCAST, AND FIRST LIGHT

GAS METERS

CONN TO EXIST GAS MAIN.

COORD WITH UNITIL

EXIST ELEC MANHOLE VAULT

AND CONNECTING DUCTS

CONNECT PROP DSA ELEC

AND COMM TO PROP

STUBOUTS BY CITY.

ABANDONED GAS MAIN

PROP DICL WATER

AND FIRE SERVICES

NEW UGE DUCTBANK WITH 2 - 4' ELEC

DUCTS AND 3 - 3" COMM DUCTS.

COORD. WITH CITY AND UTILITIES.

CONNECT TO PROPOSED

SERVICE STUBS BY CITY.

COORD WITH CITY,

EVERSOURCE, FAIRPOINT,

AND COMCAST.  SEE SHEET

SE1.1 FOR DETAILS

AREA LIGHT (TYP.) SEE

ELECTRICAL AND LIGHTING

SHEETS FOR DETAILS AND

ELEC CONDUIT DESIGN

S

REMOVE MJ CAP AND

CONNECT WITH MJ FITTING

PROVIDE  1 FT MIN SEPARATION BETWEEN

SEWER SERVICE AND DUCTBANK (TYP)

PROP. GENERATOR FOR

BUILDING 3

UTILITY PLAN -

WATER, GAS, &

ELECTRICAL

C5.1

GV

WV

PROPOSED UGE  AND COMM LINES.

SEE SHEET SE102 FOR LAYOUT.

LEGEND

WATER LINE BY CITY

GAS LINE BY CITY

ELECTRIC DUCTS BY CITY

COMM DUCTS BY CITY

PROP. WATER LINE

PROP. WATER VALVE

PROP. GAS LINE

PROP. GAS VALVE

PROP. UNDERGROUND POWER

PROP. UNDERGROUND COMM

PROP. COMM MANHOLE

SEE EXISTING CONDITIONS SITE PLAN FOR EXISTING CONDITION

SYMBOLS AND LEGEND.

COM

UGE

GG

W

COM

UGE

G

W

NOTES:

SEE SHEET C1.0 AND C1.1 FOR GENERAL UTILITY  NOTES.

ELECTRICAL NOTES:

1. SEE ELECTRICAL SHEET SERIES "SE" FOR ELECTRICAL AND

COMMUNICATION DETAILS.

2. THE CONTRACTOR SHALL COORDINATE UTILTY INSTALLATION WITH

APPROPRIATE UTILITY, AFFECTED LAND OWNERS, AND THE CITY DPW.

3. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL EXISTING

UTILITIES BY CONDUCTING TEST PITS AS NEEDED TO LOCATE THE

PROPOSED UTILITIES PER APPLICABLE REGULATORY AND UTILITY

REQUIREMENTS.

4. THE CONTRACTOR SHALL PROVIDE AND  INSTALL THE DUCTS FROM

EXISTING STUBOUTS TO THE SERVICE METER CONNECTION AND THE

EVERSOURCE CONTRACTOR WILL PROVIDE AND INSTALL THE

CONDUCTORS FROM THE POLE TO THE BUILDING CONNECTION.

5. THE ELECTRICAL POWER AND COMMUNICATION DUCTS SHALL BE

INSTALLED IN ACCORDANCE WITH UTILITY SPECIFICATIONS. IT SHALL

BE COMPOSED OF A MATERIAL WHICH IS ACCEPTABLE TO THE UTILITY

AND THE INSTALLATION AND PIPE SHALL BE IN CONFORMANCE WITH

GOOD ENGINEERING PRACTICES AND IN ACCORD THE REQUIREMENTS

OF LAW.

6. THE ELECTRICAL POWER DUCTS SHALL HAVE A MINIMUM GROUND

COVER OF THREE (3) FEET IN STATE HIGHWAYS AND TWO FEET IN

OTHER AREAS UNLESS AUTHORIZED IN WRITING BY THE UTILITY.

7. SEE ELECTRICAL AND LIGHTING PLANS FOR CONDUIT TO SERVICE

POWER TO LIGHT POLES

WATER NOTES:

1. INSTALLATION PERIOD. THE UTILITY'S PORTION OF A SERVICE PIPE

SHALL BE INSTALLED DURING THE PERIOD OF MID-APRIL TO

MID-NOVEMBER AS FROST AND WEATHER CONDITIONS PERMIT.

2. IN AN EMERGENCY AND UPON THE CUSTOMER'S REQUEST, THE

UTILITY IN ITS SOLE DISCRETION MAY AUTHORIZE SERVICE

INSTALLATION DURING WINTER MONTHS.

3. SHUT OFFS. THE CUSTOMER SHALL INSTALL AND MAINTAIN ON THAT

PORTION OF THE SERVICE PIPE LOCATED ON OR WITHIN THE

PREMISES SERVED TWO (2) SHUT OFFS, ONE ON EITHER SIDE OF THE

METER. THE SHUT OFFS SHALL BE OF A TYPE ACCEPTABLE TO THE

UTILITY. THE UTILITY MAY USE THE SHUT OFF FOR SERVICE,

MAINTENANCE AND OTHER PURPOSES.

4. ALL WATER MAIN AND SERVICE PIPE SHALL BE DUCTILE IRON CEMENT

LINED (DICL) CLASS 52.

0 30

1 IN. = 10 FT.

10 10
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PCB1
4' Ø ManholeRim Elv: 8.50

Inv Out Elv: 4.20 (N 12")

PCB2
4' Ø ManholeRim Elv: 8.64

Inv Out Elv: 4.60 (E 12")

PDMH14' Ø ManholeRim Elv: 11.95
Inv In Elv: 5.45 (SE 12")

Inv In Elv: 5.45 (SW 8")

Inv In Elv: 5.63 (NW 12")

Inv Out Elv: 5.30 (NE 15")

PDMH24' Ø Manhole
Rim Elv: 9.46

Inv In Elv: 4.67 (SW 15")

Inv In Elv: 4.66 (NW 12")

Inv Out Elv: 4.64 (NE 15")

PDMH34' Ø ManholeRim Elv: 8.63
Inv In Elv: 4.23 (SW 12")

Inv In Elv: 4.23 (S 15")

Inv In Elv: 4.23 (NW 12")

Inv Out Elv: 4.20 (NE 18")

PDMH4
Doghouse on Existing PipeRim Elv: 8.83

Inv In Elv: 3.61 (SW 18")

PSMH 3 
7'Ø ManholeRim Elv: 12.05

Inv In Elv: -0.98 (SW)
Inv In Elv: 3.09 (SE)

Inv Out Elv: -0.99 (NE)

PSMH 4 
ELIMINATED

PSMH 5 
Eliminated

PSMH 7 
7'Ø ManholeRim Elv: 10.93

Inv In Elv: -1.29 (S)
Inv In Elv: 3.50 (NW)

Inv Out Elv: -1.30 (NE)

PSMH 9 
 8'x 4' I.D ManholeRim Elv: 8.51

Inv In Elv: 0.88 (SE -15")

Inv In Elv: 0.87 (SE -21")

Inv Out Elv: 0.88 (NW)

PSMH 10 
5'Ø ManholeRim Elv: 8.67

Inv In Elv: 0.88 (SE)
Inv Out Elv: 0.82 (W)

PSMH 6 
7'Ø ManholeRim Elv: 8.71

Inv In Elv: -1.21 (SW)
Inv In Elv: 0.68 (E 24")

Inv Out Elv: -1.26 (N)

SEWER BULKHEAD
Northings            211531.35

Eastings                1225513.42
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SILT SACK TYP.

CE

CONSTRUCTION ENTRANCE.  PRELIMINARY

LOCATION SHOWN. FINAL LOCATION TO BE

COORDINATED WITH CITY GARAGE  AND

BUILDING 3 CONSTRUCTION.

INSTALL SILT SOCK WHERE

STORMWATER IS ABLE TO FLOW

OVER DISTURBED SOILS AND

THEN OFF THE SITE.

LOT 2 TO BE USED AS A

TEMPORARY STAGING AND

LAYDOWN AREA DURING

CONSTRUCTION OF LOT 3.

LOT 4

CONSTRUCTION ENTRANCE/EXIT

DURING DEMOLITION AND INITIAL

PHASE OF CONSTRUCTION.

SILT SACK TYP.

SILT SACK TYP.

APPROXIMATE

LOCATION OF

CITY INSTALLED

CATCH BASIN

CE

EROSION &

SEDIMENT

CONTROL PLAN

C6.0

NOTES:

1. SILT SACKS TO REMAIN UNTIL THE SITE IS COMPLETE

STABILIZED.

2. CONSTRUCTION ENTRANCE ON FOUNDRY PLACE TO BE

COORDINATED W/ CITY GARAGE CONSTRUCTION.

0 60

1 IN. = 20 FT.

20 20
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LEGEND:

SILT SOCK/WATTLE

SILT SACK

CONSTRUCTION ENTRANCE

CE
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SANITARY SEWER - 1

SCALE=1"=2 VERT: 1"=10 HORIZ.
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PGT-1

STA: 0+21.36

RIM: 11.69

INV IN (KITCHEN-1):5.45

INV OUT (PSMH-2): 5.20

PSMH-4

STA: 0+79.92

RIM: 10.81

EX. GRADE

PROP. GRADE (TYP)

FLEXIBLE

COUPLING

C.I. BLDG SEWER

8" PVC

STA: 0+93.68

INV: 5.85

CONNECT TO

EX. STUBOUT

INV: 3.20±

RIGID FOAM

INSULATION
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APPROX.
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1.21' SAND FILTER MEDIA

(MODIFIED NHDOT 304.1)

(3' MIN. REQ'D PER NHDES)

PERVIOUS PAVEMENT X-SECTION
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INVERT 6" ABOVE SAND FILTER

MEDIA.  SLOPE TO STORM

DRAIN AT 1% MIN.

FLUSH

VGC

1.21' SAND FILTER MEDIA

(MODIFIED NHDOT 304.1)

(3' MIN. REQ'D PER NHDES)

PERVIOUS PAVEMENT X-SECTION
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PEMEABLE PAVER NOTES:

1. BRICK PAVERS SHALL BE 2.25" PINEHALL

STORMPAVE. SEE LANDSCAPE SHEETS FOR

COLOR.

2. STONE SHALL CONFORM TO ASTM D448.

3. CRUSHED STONE SHALL BE WASHED AND OPEN

GRADED.

4. NO STORMWATER RUNOFF SHALL BE CONVEYED

TO PERMEABLE PAVEMENT UNTIL INSTALLATION IS

COMPLETED. CONTRACTOR SHALL PERFORM

EXCAVATION AND INSTALLATION OF PAVEMENT IN

A MANNER THAT DOES NOT COMPACT SUBGRADE

SOILS.

5. SOILS SHALL BE COMPACTED TO 95% PER ASTM

D698/AASHTO T99.

AGGREGATE COURSE MATERIALS

NHDOT SECTION 304

ITEM NO. MODIFIED 304.1

SIEVE SIZE

% PASSING BY

WEIGHT

6" 100

3" ---

2" ---

1" ---

#4 75 -100

#200 0 - 6**

** PREFERABLE LESS THAN 4% FINES
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www.gorrillpalmer.com
207.772.2515
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SANITARY SEWER

AND DRAINAGE

PROFILES
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SIS - 1

T.O.S.: 11.05'

PIPE INV: 9.25'

B.O.S: 8.92'

OCS-1

RIM: 11.83

STA: 0+46.96

INV IN: 9.25 (2)

INV OUT: 7.02 (SE)

INV OUT: 9.98 (NE)

PDHM-1

RIM: 10.45

STA: 1+52.39

INV IN: 5.93 (NW

INV IN: 5.93 (SW

INV IN: 6.15 (NE

INV OUT: 5.83 (SE)

PDMH2 (BY

CITY)

RIM: 9.46

STA: 1+76.3

INV IN: 4.67

INV IN: 4.66

INV OUT: 4.64

ESTIMATED

SEASONAL HIGH

WATER LINE=7.51

P
L

PROP. GRADE

APPROX LOC OF 4' WIDE

ABANDONED CITY SEWER

NEW 4' WIDE

CITY SEWER (BY CITY)

SEE ARCHITECTURAL

PLANS FOR TRENCH

GRATE

TOP OF SLAB ABOVE

INFILTRATION

TRENCH= 12.00

HOTEL F.F.E. = 12.00

SUBSURFACE

DRAIN PLAN &

PROFILE

C7.1

0 30

1 IN. = 10 FT.

10 10
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NOTE:

SUBSURFACE INFILTRATION SYSTEM (SIS) DESIGN WAS

REVIEWED AND APPROVED BY THE CITY OF

PORTSMOUTH. THE APPROVAL WAS BASED UPON

ALLOWING ANY STORMWATER OVERFLOW TO DRAIN

TO THE MUNICIPAL STORM DRAIN SYSTEM WITHIN

FOUNDRY PLACE. A TIDEFLEX VALVE IS PROPOSED AT

THE CONNECTION POINT TO THE MUNICIPAL STORM

DRAIN SYSTEM TO PREVENT BACKFLOW INTO THE SIS

IN THE EVENT THE MUNICIPAL SYSTEM IS

SURCHARGED.
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CURB RADIUS TABLE

AGGREGATE COURSE MATERIALS

NHDOT SECTION 304

AGGREGATE COURSE MATERIALS

NHDOT SECTION 304

SITE

DETAILS 1
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UTILITY

DETAILS 1
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UTILITY

DETAILS 2

DUCT BANK DIMENSIONS
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1. CONDUIT SWEEPS RISING INTO TRANSFORMER PADS, SECTIONALIZING CABINETS, UTILITY POLE RISERS, ETC. SHALL BE GALVANIZED STEEL CONDUIT & CONDUIT SWEEPS RISING INTO TRANSFORMER PADS, SECTIONALIZING CABINETS, UTILITY POLE RISERS, ETC. SHALL BE GALVANIZED STEEL CONDUIT & SHALL BE A MINIMUM OF 36" BEND.  ALL CONDUIT SLEEVES PENETRATING FOUNDATION WALLS SHALL BE GALVANIZED RIGID STEEL. 2. THE TRANSFORMER PAD SHALL BE CONSTRUCTED BY THE GENERAL CONTRACTOR. THE GROUNDING GRID SHALL BE PROVIDED BY THE ELECTRICAL THE TRANSFORMER PAD SHALL BE CONSTRUCTED BY THE GENERAL CONTRACTOR. THE GROUNDING GRID SHALL BE PROVIDED BY THE ELECTRICAL CONTRACTOR IN ACCORDANCE WITH EVERSOURCE STANDARDS. 3. ALL SECONDARY CONDUCTORS & SECONDARY LUGS SHALL BE PROVIDED BY THE ELECTRICAL CONTRACTOR. FINAL CONNECTION OF SECONDARY ALL SECONDARY CONDUCTORS & SECONDARY LUGS SHALL BE PROVIDED BY THE ELECTRICAL CONTRACTOR. FINAL CONNECTION OF SECONDARY CABLES SHALL BE PERFORMED BY ELECTRICAL CONTRACTOR. 4. THE GENERAL CONTRACTOR SHALL PROVIDE A 6" BASE OF MECHANICALLY TAMPED SAND UNDER AND AROUND EACH UNDERGROUND CONDUIT BANK. THE GENERAL CONTRACTOR SHALL PROVIDE A 6" BASE OF MECHANICALLY TAMPED SAND UNDER AND AROUND EACH UNDERGROUND CONDUIT BANK. 5. MINIMUM CONDUIT COVER SHALL BE 18" BELOW GRADE TO TOP OF  CONDUIT.  CONDUIT DEPTH SHALL BE 24" BELOW GRADE WHERE  CONDUIT IS MINIMUM CONDUIT COVER SHALL BE 18" BELOW GRADE TO TOP OF  CONDUIT.  CONDUIT DEPTH SHALL BE 24" BELOW GRADE WHERE  CONDUIT IS RUN UNDER AREAS SUBJECTED TO VEHICULAR TRAFFIC. 6. EACH ITEM REFERRED TO THIS NOTE IS A 750 KVA 13,800 VOLTS WYE PRIMARY  TO 120/208 VOLT 3ɸ WYE SECONDARY PAD MOUNTED EACH ITEM REFERRED TO THIS NOTE IS A 750 KVA 13,800 VOLTS WYE PRIMARY  TO 120/208 VOLT 3ɸ WYE SECONDARY PAD MOUNTED  WYE SECONDARY PAD MOUNTED DISTRIBUTION  TRANSFORMER PROVIDED BY EVERSOURCE. REFER TO TRANSFORMER PAD DETAIL ON DRAWING 3.SE2.3 FOR WORK REQUIRED  BY THE GENERAL CONTRACTOR AND THE ELECTRICAL CONTRACTOR. 7. ALL PRIMARY CABLES, LOAD BREAK SWITCHES, LUGS, CONNECTORS, BOLTS, NUTS, WASHERS, ETC. SHALL BE PROVIDED BY EVERSOURCE. ALL PRIMARY CABLES, LOAD BREAK SWITCHES, LUGS, CONNECTORS, BOLTS, NUTS, WASHERS, ETC. SHALL BE PROVIDED BY EVERSOURCE. REQUIREMENTS AND SPECIFICATIONS. FINAL CONNECTIONS OF PRIMARY CABLES WILL BE PROVIDED BY THE ELECTRICAL CONTRACTOR. 8. ALL EMPTY CONDUITS SHALL BE PROVIDED WITH A 3/8" NYLON PULL  WIRE FOR THEIR ENTIRE LENGTH. ALL EMPTY CONDUITS SHALL BE PROVIDED WITH A 3/8" NYLON PULL  WIRE FOR THEIR ENTIRE LENGTH. 9. THE GENERAL CONTRACTOR SHALL PERFORM ALL EXCAVATION AND BACKFILLING NECESSARY FOR THE ELECTRICAL CONTRACTOR TO FURNISH AND THE GENERAL CONTRACTOR SHALL PERFORM ALL EXCAVATION AND BACKFILLING NECESSARY FOR THE ELECTRICAL CONTRACTOR TO FURNISH AND INSTALL UNDERGROUND PRIMARY, SECONDARY, FIRE ALARM, CATV, AND TELEPHONE CONDUITS, CABLES ETC. AS INDICATED ON THIS DRAWING. 10. BEFORE BACKFILLING, CALL THE ELECTRICAL INSPECTOR AND EVERSOURCE FOR  INSPECTION OF POWER DUCT BANKS AND MANHOLES. BEFORE BACKFILLING, CALL THE ELECTRICAL INSPECTOR AND EVERSOURCE FOR  INSPECTION OF POWER DUCT BANKS AND MANHOLES. 11. EXTEND SECONDARY CONDUITS AND CONDUCTORS UP TO MAIN HOTEL SWITCHBOARD. (REFER TO FLOOR PLAN DRAWINGS FOR EXACT LOCATION). EXTEND SECONDARY CONDUITS AND CONDUCTORS UP TO MAIN HOTEL SWITCHBOARD. (REFER TO FLOOR PLAN DRAWINGS FOR EXACT LOCATION). 12. MAINTAIN A HORIZONTAL SEPERATION OF AT LEAST 12" BETWEEN POWER AND TELEPHONE DUCT BANKS. CONCRETE ENCASEMENT OF POWER AND MAINTAIN A HORIZONTAL SEPERATION OF AT LEAST 12" BETWEEN POWER AND TELEPHONE DUCT BANKS. CONCRETE ENCASEMENT OF POWER AND TELEPHONE DUCT BANKS (WHERE REQUIRED) SHALL BE FORMED AND POURED SEPERATELY. 13. THE GENERAL CONTRACTOR SHALL PROVIDE PROTECTIVE BOLLARDS AS REQUIRED BY EVERSOURCE STANDARDS FOR THE PAD MOUNTED THE GENERAL CONTRACTOR SHALL PROVIDE PROTECTIVE BOLLARDS AS REQUIRED BY EVERSOURCE STANDARDS FOR THE PAD MOUNTED TRANSFORMERS. 14. EXTEND PRIMARY AND COMMUNICATIONS CONDUIT DUCTBANK TO LOCATION SHOWN. CAP AND SEAL CONDUITS. MARK LOCATION WITH UTILITY FLAG EXTEND PRIMARY AND COMMUNICATIONS CONDUIT DUCTBANK TO LOCATION SHOWN. CAP AND SEAL CONDUITS. MARK LOCATION WITH UTILITY FLAG (COLOR CODED). 15. EACH ITEM REFERRED TO THIS NOTE IS A FLUSH GROUND MOUNTED CATV HANDHOLE PROVIDED BY THE E.C. REFER TO DETAIL ON DRAWING 3.SE2.3 EACH ITEM REFERRED TO THIS NOTE IS A FLUSH GROUND MOUNTED CATV HANDHOLE PROVIDED BY THE E.C. REFER TO DETAIL ON DRAWING 3.SE2.3 16. EACH ITEM REFERRED TO THIS NOTE IS A FLUSH GROUND MOUNTED COMMUNICATIONS HANDHOLE PROVIDED BY THE ELECTRICAL CONTRACTOR. REFER EACH ITEM REFERRED TO THIS NOTE IS A FLUSH GROUND MOUNTED COMMUNICATIONS HANDHOLE PROVIDED BY THE ELECTRICAL CONTRACTOR. REFER TO DETAILS ON DRAWING 3.SE2.3 FOR ADDITIONAL INFO. 17. EXTEND (1) 4" TELEPHONE CONDUITS UP TO MAIN TELEPHONE TERMINAL BOARD IN THE MAIN MDF ROOM. REFER TO FLOOR PLAN DRAWINGS FOR EXTEND (1) 4" TELEPHONE CONDUITS UP TO MAIN TELEPHONE TERMINAL BOARD IN THE MAIN MDF ROOM. REFER TO FLOOR PLAN DRAWINGS FOR EXACT LOCATION. 18. EXTEND (1) 4" CATV CONDUIT UP TO MAIN CATV TERMINAL CABINET IN THE MAIN MDF ROOM. REFER TO FLOOR PLAN DRAWINGS FOR EXACT EXTEND (1) 4" CATV CONDUIT UP TO MAIN CATV TERMINAL CABINET IN THE MAIN MDF ROOM. REFER TO FLOOR PLAN DRAWINGS FOR EXACT LOCATION. 19. ALL WORK SHOWN ON THIS DRAWING, UNLESS SPECIFICALLY NOTED OTHERWISE, SHALL BE PERFORMED BY THE ELECTRICAL CONTRACTOR. ALL WORK SHOWN ON THIS DRAWING, UNLESS SPECIFICALLY NOTED OTHERWISE, SHALL BE PERFORMED BY THE ELECTRICAL CONTRACTOR. 20. EXTEND (1) 4" SPARE CONDUIT UP INTO THE MAIN MDF ROOM. REFER TO FLOOR PLANS FOR EXACT LOCATIONS. EXTEND (1) 4" SPARE CONDUIT UP INTO THE MAIN MDF ROOM. REFER TO FLOOR PLANS FOR EXACT LOCATIONS. 21. EXTEND SECONDARY CONDUITS AND CONDUCTORS UP TO RETAIL MAIN SWITCHBOARD. REFER TO FLOOR PLANS FOR EXACT LOCATIONS.EXTEND SECONDARY CONDUITS AND CONDUCTORS UP TO RETAIL MAIN SWITCHBOARD. REFER TO FLOOR PLANS FOR EXACT LOCATIONS.

AutoCAD SHX Text
LOCATIONS OF TRANSFORMER PADS, SWITCHGEAR PADS, LIGHTING POLE BASES, ETC. ARE INDICATED ON THIS SITE ELECTRICAL PLAN FOR INFORMATION PURPOSES ONLY. THE GENERAL CONTRACTOR SHALL SEEK AND OBTAIN PERMISSION TO INSTALL ANY AND ALL EQUIPMENT PADS, POLE BASES AND/OR CONDUIT DUCTBANKS FROM ALL INTERESTED PARTIES, INCLUDING THE CIVIL ENGINEER, THE PROJECT DEVELOPER, THE UTILITY COMPANIES, ETC. PRIOR TO LOCATING AND PERMANANTLY INSTALLING SITE APPURTENANCES.

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1



B
O
S
T
O
N
 
&
 
M
A
IN
E
 
R
A
IL
R
O
A
D

BUILDING #3

EXISTING VFW
BUILDING TO
REMAIN

FOUNDRY PLACE

BUILDING #4

PROJECT NUMBER

DATE OF ISSUE

DRAWN BY

CHECKED BY

REVISIONS

DATE

SIGNATURE

Deer Street

Associates

Hyatt Place -
Foundry Place

218080

NO. DESCRIPTION DATE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

25

GORRIL PALMER

ADVANCE CONSULTING
300 W Adams Street, Suite 420

Chicago, Illinois 60606

P: 312.357.1840

www.acgintl.com

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515F:
www.gorrillpalmer.com

IMEG Group
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.imegcorp.com

CIVIL ENGINEER / LANDSCAPE

ARCHITECT

STRUCTURAL ENGINEER

MEP/FP ENGINEER

SHEEDY/DELAROA
4045 N. Rockwell Avenue

Chicago, IL 60618
P: 312.286.5246
F: xxx.xxx.xxxx

www.nataliesheedy.com

INTERIORS

ARCHITECH

Legat Architects
2015 Spring Road, Suite 175

Oak Brook, Illinois 60523
P: 630.990.3535
F: 630.990.3541
www.legat.com

165 Deer Street

Portsmouth, NH 03801

2.7.2020
Author

Checker

1

SITE REVISIONS
2/18/2020

PERMIT /BID SET

3.SE1.2

BUILDING #3
LIGHTING PLAN

 1" = 10'

1

BUILDING #3 LIGHTING PLAN

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JER

AutoCAD SHX Text
JER

AutoCAD SHX Text
JER

AutoCAD SHX Text
JER

AutoCAD SHX Text
JJR

AutoCAD SHX Text
JJR

AutoCAD SHX Text
JJR

AutoCAD SHX Text
JJR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JIR

AutoCAD SHX Text
JDW

AutoCAD SHX Text
JDW

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JCW-R

AutoCAD SHX Text
JDW

AutoCAD SHX Text
JDW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
JER

AutoCAD SHX Text
JDW

AutoCAD SHX Text
JDW

AutoCAD SHX Text
JER

AutoCAD SHX Text
JJR-L

AutoCAD SHX Text
JJR-L

AutoCAD SHX Text
JJR-L

AutoCAD SHX Text
JJR-L

AutoCAD SHX Text
JMG-5

AutoCAD SHX Text
JMG-5

AutoCAD SHX Text
JMG-4-HSS

AutoCAD SHX Text
JMG-5

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JKW

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
HOUSE PANEL VIA LC-1

AutoCAD SHX Text
HOUSE PANEL VIA LC-2

AutoCAD SHX Text
HOUSE PANEL VIA LC-3

AutoCAD SHX Text
HOUSE PANEL VIA LC-4

AutoCAD SHX Text
HOUSE PANEL VIA LC-5

AutoCAD SHX Text
JMG-4-HSS

AutoCAD SHX Text
J

AutoCAD SHX Text
JLW

AutoCAD SHX Text
J

AutoCAD SHX Text
JLW

AutoCAD SHX Text
J

AutoCAD SHX Text
JLW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
JAW

AutoCAD SHX Text
J

AutoCAD SHX Text
JAW

AutoCAD SHX Text
J

AutoCAD SHX Text
JKW

AutoCAD SHX Text
JOS

AutoCAD SHX Text
JOS

AutoCAD SHX Text
JOS

AutoCAD SHX Text
JOS

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
TO LOCAL DIMMER

AutoCAD SHX Text
J

AutoCAD SHX Text
J

AutoCAD SHX Text
BUILDING #4 HOUSE PANEL

AutoCAD SHX Text
PROVIDE 200A, 120/208V, 3PH, 4W TEMPORARY SERVICE IN A WEATHERPROOF ENCLOSURE WITH ELECTRICAL PANEL AND LIGHTING TIMER TO CONTROL SITE LIGHTING AROUND THE BANK. REFER TO CIVIL PLANS FOR LOCATION OF TEMPORARY ELECTRICAL SERVICE AND NEW LIGHTING POLES. COORDINATE WITH UTILITY COMPANY FOR METERING AND EXACT LOCATION OF SERVICE.

AutoCAD SHX Text
TEMPORARY LIGHT POLES ON LOT 4 ARE TO BE ARCHITECTURAL AREA LIGHTING, UNIVERSAL COLLECTION LED-UCM. UCM-ANG HOOD, T2-32LED TYPE 2, 3000K, 700 LUMENS, DARK BRONZE FINISH, WIR CONTROLS, 120-277 VOLTAGE, SLA7 POLE MOUNT, 10 FOOT POLE.

AutoCAD SHX Text
REFER TO ADVANCE CONSULTING ELECTRICAL E2.01-E2.05 FOR HOTEL EXTERIOR LIGHTING

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
1



SECTION A-A

SECTION M-M SECTION N-N

SECTION B-B

SECTION E-E

SECTION C-C

UNDERGROUND CONDUIT BANK DETAILS

SECTION D-D

SECTION L-LSECTION I-I

SECTION F-F

SECTION J-J

SECTION G-G

SECTION K-K

SECTION H-H

SECTION O-O SECTION P-P

SECTION R-R

PROJECT NUMBER

DATE OF ISSUE

DRAWN BY

CHECKED BY

REVISIONS

DATE

SIGNATURE

Deer Street

Associates

Hyatt Place -
Foundry Place

218080

NO. DESCRIPTION DATE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

25

GORRIL PALMER

ADVANCE CONSULTING
300 W Adams Street, Suite 420

Chicago, Illinois 60606

P: 312.357.1840

www.acgintl.com

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515F:
www.gorrillpalmer.com

IMEG Group
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.imegcorp.com

CIVIL ENGINEER / LANDSCAPE

ARCHITECT

STRUCTURAL ENGINEER

MEP/FP ENGINEER

SHEEDY/DELAROA
4045 N. Rockwell Avenue

Chicago, IL 60618
P: 312.286.5246
F: xxx.xxx.xxxx

www.nataliesheedy.com

INTERIORS

ARCHITECH

Legat Architects
2015 Spring Road, Suite 175

Oak Brook, Illinois 60523
P: 630.990.3535
F: 630.990.3541
www.legat.com

165 Deer Street

Portsmouth, NH 03801

2.7.2020
Author

Checker

1

SITE REVISIONS
2/18/2020

PERMIT /BID SET

3.SE2.1

SITE ELECTRICAL
DETAILS

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
12" 

AutoCAD SHX Text
(9)5" TYPE EB PVC CONDUIT PROVIDED BY THE ELECTRICAL CONTRACTOR FOR PRIMARY CABLES PROVIDED BY EVERSOURCE ELECTRIC

AutoCAD SHX Text
SEE NOTE #1 ABOVE

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
FINISHED

AutoCAD SHX Text
(4) 4" SCHEDULE 40 PVC CONDUITS PROVIDED BY THE ELECTRICAL CONTRACTOR FOR FUTURE VOICE, FIBER AND CATV CABLES, PROVIDED BY OTHERS.

AutoCAD SHX Text
T

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
12" 

AutoCAD SHX Text
12" 

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
T

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
C

AutoCAD SHX Text
T

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
12" 

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
SP

AutoCAD SHX Text
C

AutoCAD SHX Text
(1) 2" SCHEDULE 40 PVC CONDUITS PROVIDED BY THE ELECTRICAL CONTRACTOR FOR FUTURE CATV CABLES, PROVIDED BY OTHERS.

AutoCAD SHX Text
(2) 4" SCHEDULE 40 PVC CONDUITS PROVIDED BY THE ELECTRICAL CONTRACTOR FOR FUTURE VOICE AND FIBER CABLES, PROVIDED BY OTHERS.

AutoCAD SHX Text
SP

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
S

AutoCAD SHX Text
12" 

AutoCAD SHX Text
2-4"C WITH 4#600MCM (CU)SECONDARY SERVICE ENTRANCE CONDUCTORS IN EACH PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
12" 

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
NOTES: 1. CONCRETE ENCASEMENT OF UNDERGROUND DUCT BANKS SHALL BE PROVIDED BY THE SITE OR GENERAL CONTRACTOR IN ACCORDANCE WITH EVERSOURCE UTILITY COMPANY STANDARDS. 2. ALL SCHEDULE 40 PVC RACEWAYS UTILIZED SHALL BE UL LISTED ELECTRICAL CONDUITS. 3. ALL UNDERGROUND CONDUIT BANKS AND CABLING SHALL COMPLY WITH EVERSOURCE, FAIRPOINT, COMCAST AND BAYRING RULES, REGULATIONS AND DESIGN STANDARDS.

AutoCAD SHX Text
S

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
12" 

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
FINISHED

AutoCAD SHX Text
(3) 4" SCHEDULE 40 PVC CONDUITS PROVIDED BY THE ELECTRICAL CONTRACTOR FOR FUTURE VOICE, FIBER AND CATV CABLES, PROVIDED BY OTHERS.

AutoCAD SHX Text
T

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
12" 

AutoCAD SHX Text
S

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
S

AutoCAD SHX Text
30" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
S

AutoCAD SHX Text
12" 

AutoCAD SHX Text
(5)4" SCHEDULE 40 PVC CONDUITS WITH 4#600 MCM CU. SECONDARY SERVICE ENTRANCE CONDUCTORS IN EACH) PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
SP

AutoCAD SHX Text
30" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
S

AutoCAD SHX Text
12" 

AutoCAD SHX Text
S

AutoCAD SHX Text
(2)3" SCHEDULE 40 PVC CONDUITS WITH 4#4/0 (CU) SECONDARY SERVICE ENTRANCE FEEDER CONDUCTORS IN (1)4" AND (1)4" SPARE PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
2-4" SCHEDULE 40 PVC CONDUIT WITH 3#4/0 (CU) SECONDARY SERVICE ENTRANCE CONDUCTORS IN EACH PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
C

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
S

AutoCAD SHX Text
1-2" SCHEDULE 40 PVC CONDUIT WITH 3#1 SECONDARY SERVICE ENTRANCE CONDUCTORS PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
S

AutoCAD SHX Text
(1)3" SCHEDULE 40 PVC CONDUIT WITH 4#4/0 SECONDARY SERVICE ENTRANCE CONDUCTORS PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
CONCRETE ENCASEMENT PROVIDED BY THE SITE GENERAL CONTRACTOR

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
SP

AutoCAD SHX Text
(4)5" TYPE EB PVC CONDUITS PROVIDED BY ELECTRICAL CONTRACTOR FOR PRIMARY CABLES PROVIDED BY EVERSOURCE

AutoCAD SHX Text
SEE NOTE #1 ABOVE

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
CONCRETE ENCASEMENT PROVIDED BY THE SITE GENERAL CONTRACTOR

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
SP

AutoCAD SHX Text
(2)5" TYPE EB PVC CONDUITS PROVIDED BY ELECTRICAL CONTRACTOR FOR PRIMARY CABLES PROVIDED BY EVERSOURCE

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
(9)5" TYPE EB PVC CONDUIT PROVIDED BY THE ELECTRICAL CONTRACTOR FOR PRIMARY CABLES PROVIDED BY EVERSOURCE ELECTRIC

AutoCAD SHX Text
SEE NOTE #1 ABOVE

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
CONCRETE ENCASEMENT PROVIDED BY THE SITE GENERAL CONTRACTOR

AutoCAD SHX Text
30" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
12" 

AutoCAD SHX Text
(8)4" SCHEDULE 40 PVC CONDUITS WITH 4#500mcm (CU) SECONDARY SERVICE ENTRANCE CONDUCTORS IN EACH

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
12" 

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
T

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
C

AutoCAD SHX Text
(2) 1" SCHEDULE 40 PVC CONDUITS PROVIDED BY THE ELECTRICAL CONTRACTOR FOR FUTURE CATV CABLES, PROVIDED BY OTHERS.

AutoCAD SHX Text
S

AutoCAD SHX Text
30" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
S

AutoCAD SHX Text
12" 

AutoCAD SHX Text
(4)4" SCHEDULE 40 PVC CONDUITS (1-4" SPARE AND 3-4" WITH 4#600mcm SECONDARY SERVICE ENTRANCE CONDUCTORS IN EACH)

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
24" MINIMUM

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
MARKER TAPE (CONTINUOUS)

AutoCAD SHX Text
12" 

AutoCAD SHX Text
METALLIC LINED

AutoCAD SHX Text
(4)5" TYPE EB PVC CONDUITS PROVIDED BY ELECTRICAL CONTRACTOR FOR PRIMARY CABLES PROVIDED BY EVERSOURCE

AutoCAD SHX Text
SEE NOTE #1 ABOVE

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
CONCRETE ENCASEMENT PROVIDED BY THE SITE GENERAL CONTRACTOR

AutoCAD SHX Text
1

AutoCAD SHX Text
1



-

TYPICAL LP1 OR LP2 FIXTURE POLE BASE DETAIL

EMERGENCY GENERATOR SERVICE GROUND DETAIL

MAIN SERVICE GROUNDING ELECTRODE SYSTEM DIAGRAM

EXISTING PRIMARY ELECTRIC MANHOLE ACTIVATION DETAIL

TYPICAL EVERSOURCE PRIMARY MANHOLE DETAIL

EXISTING TELEPHONE MANHOLE ACTIVATION DETAILTYPICAL SITE LIGHTING HANDHOLE DETAIL

3.SE2.2

SITE ELECTRICAL
DETAILS

PROJECT NUMBER

DATE OF ISSUE

DRAWN BY

CHECKED BY

REVISIONS

DATE

SIGNATURE

Deer Street

Associates

Hyatt Place -
Foundry Place

218080

NO. DESCRIPTION DATE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

25

GORRIL PALMER

ADVANCE CONSULTING
300 W Adams Street, Suite 420

Chicago, Illinois 60606

P: 312.357.1840

www.acgintl.com

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515F:
www.gorrillpalmer.com

IMEG Group
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.imegcorp.com

CIVIL ENGINEER / LANDSCAPE

ARCHITECT

STRUCTURAL ENGINEER

MEP/FP ENGINEER

SHEEDY/DELAROA
4045 N. Rockwell Avenue

Chicago, IL 60618
P: 312.286.5246
F: xxx.xxx.xxxx

www.nataliesheedy.com

INTERIORS

ARCHITECH

Legat Architects
2015 Spring Road, Suite 175

Oak Brook, Illinois 60523
P: 630.990.3535
F: 630.990.3541
www.legat.com

165 Deer Street

Portsmouth, NH 03801

2.7.2020
Author

Checker

1

SITE REVISIONS
2/18/2020

PERMIT /BID SET

AutoCAD SHX Text
18" MIN.

AutoCAD SHX Text
PROVIDED BY THE

AutoCAD SHX Text
CONCRETE FOUNDATION

AutoCAD SHX Text
12" LONG WITH 2" BEND

AutoCAD SHX Text
4 -ANCHOR BOLTS 1/2"~

AutoCAD SHX Text
GENERAL CONTRACTOR

AutoCAD SHX Text
ACCORDANCE WITH 300-19

AutoCAD SHX Text
NOTE: SUPPORT VERTICAL CONDUCTORS IN

AutoCAD SHX Text
SCHEDULE 40 PVC

AutoCAD SHX Text
CONDUIT (TYP)

AutoCAD SHX Text
60"

AutoCAD SHX Text
18"%%C

AutoCAD SHX Text
EQUIPMENT GROUNDING CONDUCTOR

AutoCAD SHX Text
(RUN WITH CIRCUIT CONDUCTORS) UP

AutoCAD SHX Text
3" SQ. CONDUIT

AutoCAD SHX Text
12" BOLT CIRCLE

AutoCAD SHX Text
LAWN

AutoCAD SHX Text
2"

AutoCAD SHX Text
OPENING

AutoCAD SHX Text
WIRE NUT SPLICES

AutoCAD SHX Text
GROUNDING LUG

AutoCAD SHX Text
AT EACH LUMINAIRE

AutoCAD SHX Text
TERMINATE ALL UNGROUNDED

AutoCAD SHX Text
AND GROUNDED CONDUCTORS

AutoCAD SHX Text
4"%%c CAST IRON

AutoCAD SHX Text
TO LUMINAIRE

AutoCAD SHX Text
UNDISTURBED GRADE

AutoCAD SHX Text
COMPACTED OR

AutoCAD SHX Text
TRANSFER SWITCH

AutoCAD SHX Text
MAIN SWITCHBOARD

AutoCAD SHX Text
NOTES: 1. CONNECT EQUIPMENT GROUNDING CONDUCTOR TO GROUNDING BAR, ENCLOSURES AND GENERATOR FRAME. 2. THE EMERGENCY/STANDBY GENERATOR IS NOT A SEPERATELY DERIVED SYSTEM AND NOT A SEPERATELY DERIVED SYSTEM AND  A SEPERATELY DERIVED SYSTEM AND SHALL BE GROUNDED ACCORDINGLY.

AutoCAD SHX Text
NEUTRAL BUS

AutoCAD SHX Text
GROUNDING BUS

AutoCAD SHX Text
AUTOMATIC

AutoCAD SHX Text
EQUIPMENT GROUNDING CONDUCTOR

AutoCAD SHX Text
(REFER TO ONE LINE DIAGRAM

AutoCAD SHX Text
ON DRAWING E-9

AutoCAD SHX Text
CONTROL PANEL

AutoCAD SHX Text
CP

AutoCAD SHX Text
G

AutoCAD SHX Text
GENERATOR

AutoCAD SHX Text
SEE NOTE #2

AutoCAD SHX Text
SEE NOTE #1

AutoCAD SHX Text
SIZED

AutoCAD SHX Text
JUMPER

AutoCAD SHX Text
BONDING

AutoCAD SHX Text
ACCORDING

AutoCAD SHX Text
TO 250.28

AutoCAD SHX Text
M

AutoCAD SHX Text
FOOTING

AutoCAD SHX Text
GALVANIZED BI-METALLIC GROUND CLAMPS

AutoCAD SHX Text
NEUTRAL BUS

AutoCAD SHX Text
GROUNDING BUS

AutoCAD SHX Text
NOTE: PROVIDE A GROUNDING ELECTRODE SYSTEM AS DETAILED BELOW (IF AVAILABLE ON THE PREMISES) UNTIL A MAXIMUM RESISTANCE LEVEL OF 25 OHMS TO GROUND IS ATTAINED.

AutoCAD SHX Text
MAIN GROUNDING ELECTRODE CONDUCTOR IN 1"C TO LINE SIDE OF METALLIC WATER SERVICE (SIZED ACCORDING TO 250.66) GROUND RACEWAY AT BOTH ENDS UTILIZING GROUNDING BUSHINGS

AutoCAD SHX Text
EXOTHERMIC  WELD TO NEAREST VERTICAL STRUCTURAL STEEL BEAM 

AutoCAD SHX Text
INCOMING METALLIC WATER SERVICE

AutoCAD SHX Text
PROVIDE A #4 BARE COPPER CONDUCTOR INSTALLED WITHIN A CONCRETE FOOTING FOR A MINIMUM OF 20'-0". CONNECT TO MAIN GROUNDING ELECTRODE CONDUCTOR

AutoCAD SHX Text
ROD AND PIPE COUNTERPOISE CONSISTING OF A MINIMUM OF (3) 10' X 3/4" COPPER RODS SPACED AT A MINIMUM OF 6' APART

AutoCAD SHX Text
MUST BE IN DIRECT CONTACT WITH THE EARTH FOR A MINIMUM OF 10 FEET

AutoCAD SHX Text
LISTED CONNECTOR

AutoCAD SHX Text
#3/0 COPPER CONDUCTOR

AutoCAD SHX Text
MAIN SWITCHBOARD OR MAIN METER CENTER

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
EXISTING CAST IRON MANHOLE COVER

AutoCAD SHX Text
LABELED "EVERSOURCE" TO REMAIN

AutoCAD SHX Text
EXISTING PRIMARY ELECTRIC MANHOLE TO REMAIN (REFER TO DRAWING SE3.1)

AutoCAD SHX Text
SCHEDULE 40 PVC CONDUITS. REFER TO DRAWING SE3.1 FOR QUANTITIES.

AutoCAD SHX Text
CORE DRILL SIDE WALLS OF MANHOLE VAULT AT LOCATIONS INDICATED BY NSTAR. GROUT AND SEAL AROUND PENETRATION

AutoCAD SHX Text
INSULATING BUSHINGS PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
PULL IRON

AutoCAD SHX Text
KNOCKOUT OPENING

AutoCAD SHX Text
#5 AT 15" O.C.

AutoCAD SHX Text
STEEL REBAR

AutoCAD SHX Text
(TWO SIDES)

AutoCAD SHX Text
TO WALLS WITH 2 1/2"x1/2"

AutoCAD SHX Text
CABLE RACKS FASTEN

AutoCAD SHX Text
BOLTS

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
WITH EVERSOURCE STANDARDS

AutoCAD SHX Text
GROUND GRIDS SHALL COMPLY

AutoCAD SHX Text
NOTE: MANHOLES AND MANHOLE

AutoCAD SHX Text
CAST IRON MANHOLE COVER

AutoCAD SHX Text
LABELED "EVERSOURCE"

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
EXISTING CAST IRON MANHOLE COVER

AutoCAD SHX Text
LABELLED "TELEPHONE" TO REMAIN

AutoCAD SHX Text
EXISTING TELEPHONE COMPANY MANHOLE TO REMAIN (REFER TO DRAWING SE3.2)

AutoCAD SHX Text
SCHEDULE 40 PVC CONDUITS PROVIDED BY THE ELECTRICAL CONTRACTOR. REFER TO DRAWING SE3.2 FOR QUANTITIES.

AutoCAD SHX Text
CORE DRILL SIDE WALLS OF MANHOLE VAULT AT LOCATIONS INDICATED BY VERIZON. GROUT AND SEAL AROUND PENETRATION

AutoCAD SHX Text
INSULATING BUSHINGS PROVIDED BY THE ELECTRICAL CONTRACTOR

AutoCAD SHX Text
NOTE: UTILIZE EXOTHERMIC CONNECTIONS THROUGHOUT THE GROUNDING ELECTRODE SYSTEM.

AutoCAD SHX Text
COVER BOLTS AFTER INSTALLATION

AutoCAD SHX Text
BY GENERAL CONTRACTOR

AutoCAD SHX Text
CRUSHED STONE PROVIDED

AutoCAD SHX Text
SCH40 PVC CONDUIT 

AutoCAD SHX Text
WITH GASKETED REMOVABLE COVER FASTENED

AutoCAD SHX Text
FLUSH GROUND MOUNTED HANDHOLE PROVIDED

AutoCAD SHX Text
AND OPEN BOTTOM

AutoCAD SHX Text
WITH TAMPERPROOF SCREWS. 36"L X 24"W X 24"D

AutoCAD SHX Text
SHALL BE NEMA 4 RAIN TIGHT, PVC CONSTRUCTION

AutoCAD SHX Text
BY THE SITE ELECTRICAL CONTRACTOR. HANDHOLE

AutoCAD SHX Text
H

AutoCAD SHX Text
FINISHED GRADE



TYPICAL CATV AND TELEPHONE HANDHOLE DETAIL TYPICAL SECONDARY HANDHOLE DETAIL

PROJECT NUMBER

DATE OF ISSUE

DRAWN BY

CHECKED BY

REVISIONS

DATE

SIGNATURE

Deer Street

Associates

Hyatt Place -
Foundry Place

218080

NO. DESCRIPTION DATE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

25

GORRIL PALMER

ADVANCE CONSULTING
300 W Adams Street, Suite 420

Chicago, Illinois 60606

P: 312.357.1840

www.acgintl.com

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515F:
www.gorrillpalmer.com

IMEG Group
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.imegcorp.com

CIVIL ENGINEER / LANDSCAPE

ARCHITECT

STRUCTURAL ENGINEER

MEP/FP ENGINEER

SHEEDY/DELAROA
4045 N. Rockwell Avenue

Chicago, IL 60618
P: 312.286.5246
F: xxx.xxx.xxxx

www.nataliesheedy.com

INTERIORS

ARCHITECH

Legat Architects
2015 Spring Road, Suite 175

Oak Brook, Illinois 60523
P: 630.990.3535
F: 630.990.3541
www.legat.com

165 Deer Street

Portsmouth, NH 03801

2.7.2020
Author

Checker

1

SITE REVISIONS
2/18/2020

PERMIT /BID SET

3.SE2.3

SITE ELECTRICAL
DETAILS

AutoCAD SHX Text
PLAN

AutoCAD SHX Text
SECTION A-A

AutoCAD SHX Text
WEIGHT

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
2680LBS

AutoCAD SHX Text
ITEM NO. MH333A

AutoCAD SHX Text
ITEM NO. MH333

AutoCAD SHX Text
WEIGHT

AutoCAD SHX Text
3690LBS

AutoCAD SHX Text
(1)  " HOLE 34" HOLE DRILLED FOR EYE BOLT EACH SIDE

AutoCAD SHX Text
36" HIGH STRUCTURE

AutoCAD SHX Text
SECTION A-A

AutoCAD SHX Text
48" HIGH STRUCTURE

AutoCAD SHX Text
(4) 4" TERMINATORS EACH SIDE

AutoCAD SHX Text
3'   OPENING ROOF SLAB

AutoCAD SHX Text
NOTES: 1. CONCRETE: 5,000 PSI MINIMUM AFTER 28 DAYS. CONCRETE: 5,000 PSI MINIMUM AFTER 28 DAYS. 2. STEEL REINFORCEMENT CONFORMS TO ASTM A615, GRADE 60.  MINIMUM STEEL COVER 1". STEEL REINFORCEMENT CONFORMS TO ASTM A615, GRADE 60.  MINIMUM STEEL COVER 1". 3. DESIGN LOADING: AASHTO HS20-44, 0 TO 5 FEET COVER. DESIGN LOADING: AASHTO HS20-44, 0 TO 5 FEET COVER. 4. OPTIONAL OPENINGS AVAILABLE BY SPECIAL ORDER.OPTIONAL OPENINGS AVAILABLE BY SPECIAL ORDER.

AutoCAD SHX Text
  SYM.

AutoCAD SHX Text
(4) 4" TERMINATORS EACH SIDE

AutoCAD SHX Text
(1)  " HOLE 34" HOLE DRILLED FOR EYE BOLT EACH SIDE

AutoCAD SHX Text
  SYM.

AutoCAD SHX Text
CAST IRON MANHOLE COVER LABELED "CATV" OR "TELEPHONE

AutoCAD SHX Text
NOTE: MANHOLES AND MANHOLE GROUND GRIDS SHALL COMPLY WITH UTILITY STANDARDS

AutoCAD SHX Text
PLAN

AutoCAD SHX Text
SECTION A-A

AutoCAD SHX Text
WEIGHT

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
2680LBS

AutoCAD SHX Text
ITEM NO. MH333A

AutoCAD SHX Text
ITEM NO. MH333

AutoCAD SHX Text
WEIGHT

AutoCAD SHX Text
3690LBS

AutoCAD SHX Text
(1)  " HOLE 34" HOLE DRILLED FOR EYE BOLT EACH SIDE

AutoCAD SHX Text
36" HIGH STRUCTURE

AutoCAD SHX Text
SECTION A-A

AutoCAD SHX Text
48" HIGH STRUCTURE

AutoCAD SHX Text
(4) 4" TERMINATORS EACH SIDE

AutoCAD SHX Text
3'   OPENING ROOF SLAB

AutoCAD SHX Text
NOTES: 1. CONCRETE: 5,000 PSI MINIMUM AFTER 28 DAYS. CONCRETE: 5,000 PSI MINIMUM AFTER 28 DAYS. 2. STEEL REINFORCEMENT CONFORMS TO ASTM A615, GRADE 60.  MINIMUM STEEL COVER 1". STEEL REINFORCEMENT CONFORMS TO ASTM A615, GRADE 60.  MINIMUM STEEL COVER 1". 3. DESIGN LOADING: AASHTO HS20-44, 0 TO 5 FEET COVER. DESIGN LOADING: AASHTO HS20-44, 0 TO 5 FEET COVER. 4. OPTIONAL OPENINGS AVAILABLE BY SPECIAL ORDER.OPTIONAL OPENINGS AVAILABLE BY SPECIAL ORDER.

AutoCAD SHX Text
  SYM.

AutoCAD SHX Text
(4) 4" TERMINATORS EACH SIDE

AutoCAD SHX Text
(1)  " HOLE 34" HOLE DRILLED FOR EYE BOLT EACH SIDE

AutoCAD SHX Text
  SYM.

AutoCAD SHX Text
CAST IRON MANHOLE COVER LABELED "SECONDARY"

AutoCAD SHX Text
NOTE: MANHOLES AND MANHOLE GROUND GRIDS SHALL COMPLY WITH UTILITY STANDARDS

AutoCAD SHX Text
1

AutoCAD SHX Text
1



EXISTING REDLON &
JOHNSON BUILDING TO

REMAIN

BUILDING #5

BUILDING #4

EXISTING VFW
BUILDING TO

REMAIN

46-64 MAPLEWOOD
PROPOSED

M

A
P

L
E

W

O

O

D
 
A

V
E

N
U

E

D

E

E

R

 

S

T

R

E

E

T

M

A
P

L
E

W

O

O

D
 
A

V
E

N
U

E

B

R

I

D

G

E

 

S

T

PROJECT NUMBER

DATE OF ISSUE

DRAWN BY

CHECKED BY

REVISIONS

DATE

SIGNATURE

Deer Street

Associates

Hyatt Place -
Foundry Place

218080

NO. DESCRIPTION DATE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

25

GORRIL PALMER

ADVANCE CONSULTING
300 W Adams Street, Suite 420

Chicago, Illinois 60606

P: 312.357.1840

www.acgintl.com

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515F:
www.gorrillpalmer.com

IMEG Group
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.imegcorp.com

CIVIL ENGINEER / LANDSCAPE

ARCHITECT

STRUCTURAL ENGINEER

MEP/FP ENGINEER

SHEEDY/DELAROA
4045 N. Rockwell Avenue

Chicago, IL 60618
P: 312.286.5246
F: xxx.xxx.xxxx

www.nataliesheedy.com

INTERIORS

ARCHITECH

Legat Architects
2015 Spring Road, Suite 175

Oak Brook, Illinois 60523
P: 630.990.3535
F: 630.990.3541
www.legat.com

165 Deer Street

Portsmouth, NH 03801

2.7.2020
Author

Checker

1

SITE REVISIONS
2/18/2020

PERMIT /BID SET

OSE1.1

OFF-SITE
ELECTRICAL

PLAN

 1" = 15'

1

OFF-SITE ELECTRICAL PLAN

AutoCAD SHX Text
EXISTING PAD MOUNTED TRANSFORMER #T12 TO REMAIN

AutoCAD SHX Text
EXISTING PRIMARY DUAL SWITCH ENCLOSURES #3 & #4 TO REMAIN

AutoCAD SHX Text
M

AutoCAD SHX Text
EXISTING PRIMARY MANHOLE/VAULT TO REMAIN

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
P

AutoCAD SHX Text
T

AutoCAD SHX Text
OHS

AutoCAD SHX Text
P

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
(2)	4" CONDUITS TO 4" CONDUITS TO HANDHOLE. (WIRING PROVIDED BY EVERSOURCE).

AutoCAD SHX Text
NEW 200A 120/208V 3 4W SERVICE FOR VFW. CONTRACTOR TO PROVIDE 4# 3/0 IN 4" CONDUIT FROM HANDHOLE UPTO POLE. COORDINATE TERMINATION POINT WITH VFW.

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
EXISTING STREET LIGHTING CONTROLLER TO REMAIN

AutoCAD SHX Text
M

AutoCAD SHX Text
EXISTING FAIRPOINT MANHOLE #202A TO REMAIN

AutoCAD SHX Text
M

AutoCAD SHX Text
NEW EVERSOURCE MANHOLE/VAULT

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
PROVIDE (2) 4" CONDUITS TOTAL TO SERVE VFW AND TRAFFIC CONTROLLER, AND (1) 2" CONDUIT TO SERVE STREET LIGHTING. COORDINATE WITH CITY FOR EXACT POINT OF CONNECTION.

AutoCAD SHX Text
NO WORK. EXISTING CONDUITS.

AutoCAD SHX Text
EXISTING TWO CONDUITS COMPLETED BY CITY

AutoCAD SHX Text
CONNECT (2) CONDUITS IN THIS AREA PER SE102, TO TRANSFORMER. COORDINATE WITH ELECTRICAL COMPANY FOR CONNECTION TO SECONDARY SIDE OF TRANSFORMER. 

AutoCAD SHX Text
NO WORK HERE.

AutoCAD SHX Text
EVERSOURCE TO CONNECT TRAFFIC CONTROLLER WIRING AT HANDHOLE

AutoCAD SHX Text
S

AutoCAD SHX Text
2" CONDUIT FOR STREET LIGHTING WITH PULL STRING, COORDINATE WITH DEVELOPER FOR FINAL TERMINATION POINT

AutoCAD SHX Text
H

AutoCAD SHX Text
H

AutoCAD SHX Text
H

AutoCAD SHX Text
H

AutoCAD SHX Text
COMMUNICATION HANDHOLES, REFER TO CIVIL DRAWING FOR EXACT LOCATION. REFER TO SHEET 3.SE2.3 FOR CONCRETE HANDHOLE DETAIL. 

AutoCAD SHX Text
(3)	3" COMMUNICATION 3" COMMUNICATION CONDUITS

AutoCAD SHX Text
CONNECT (3) 3" COMMUNICATION CONDUITS TO EXISTING UNDERGROUND (3) 3" COMMUNICATION CONDUITS INSTALLED BY CITY. COORDINATE WITH CITY FOR EXACT LOCATION OF COMMUNICATION CONDUITS.

AutoCAD SHX Text
(3) 3" COMMUNICATION CONDUITS, COORDINATE WITH CITY FOR CONNECTION TO EXISTING CONDUITS AFTER SIDEWALK PROJECT LIMITS.

AutoCAD SHX Text
2" CONDUIT TO STREET LIGHTING CABINET

AutoCAD SHX Text
ELEC. HANDHOLE. NEXT TO TRAFFIC CONTROLLER, REFER TO SHEET 3.SE2.3 FOR CONCRETE HANDHOLE DETAIL.

AutoCAD SHX Text
EXTEND EXISTING CONDUIT THAT IS CURRENTLY RUNNING UP THE EXISTING POLE TO THE NEW TRAFFIC SIGNAL HANDHOLE. COORDINATE WITH EVERSOURCE. MAINTAIN POWER SUPPLIED TO THE TRAFFIC SIGNALS AT ALL TIMES VIA GENERATOR AND USE POLICE DETAILS WHILE THE SIGNALS ARE DE-ENRGIZED FOR BOTH THE HANOVER AND MAPLEWOOD & DEER AT MAPLEWOOD SIGNALS. BOTH INTERSECTION'S SIGNALS RUN OFF THIS POWER SUPPLY. POWER IS TO BE OFF NO MORE THAN FOUR HOURS. COORDINATE WORK WITH CITY.

AutoCAD SHX Text
COMMUNICATION CONDUITS UPTO POLE. COORDINATE WITH VFW.

AutoCAD SHX Text
1



FOUNDRY PLACE(PUBLIC - WIDTH VARIES)

TH
RU

DR
IVE

EXI
T

EXISTING 20'

CITY DRAIN ESMT

T
T

EXISTING BANK

LANDSCAPE

PLAN (SHEET

1 OF 2)

L1

Relationships. Responsiveness. Results.
www.gorrillpalmer.com
207.772.2515

G   RRILL
P LMER

www.legat.com

Legat Architects

Hyatt Place -
Foundry Place

3256.13
11.30.2018

CG
DER

ISSUED FOR BIDDING

GORRILL PALMER

ADVANCED CONSULTING
300 W Adams Street, Suite 420

Chicago, Illinois 60606
Address Line 2

P: 312.357.1840
www.acgintl.com

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515
www.gorrillpalmer.com

2015 Spring Road, Suite 175
Oak Brook, Illinois 60523

P: 630.990.3535
F: 630.990.3541

IMEG Corp
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.imegcorp.com

SHEEDY/ DELAROA
4045 N. Rockwell Avenue

Chicago, IL 60618
P: 312.286.5246

www.nataliesheedy.com
0 30

1 IN. = 10 FT.

10 10

“ ”

1



L2

Relationships. Responsiveness. Results.
www.gorrillpalmer.com
207.772.2515

G   RRILL
P LMER

www.legat.com

Legat Architects

Hyatt Place -
Foundry Place

3256.13
11.30.2018

CG
DER

ISSUED FOR BIDDING

GORRILL PALMER

ADVANCED CONSULTING
300 W Adams Street, Suite 420

Chicago, Illinois 60606
Address Line 2

P: 312.357.1840
www.acgintl.com

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515
www.gorrillpalmer.com

2015 Spring Road, Suite 175
Oak Brook, Illinois 60523

P: 630.990.3535
F: 630.990.3541

IMEG Corp
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.imegcorp.com

SHEEDY/ DELAROA
4045 N. Rockwell Avenue

Chicago, IL 60618
P: 312.286.5246

www.nataliesheedy.com

LANDSCAPE

PLAN (SHEET

2 OF 2)



LOT 2

3,881 SF

LOT 3

1,437 SF

REQUIREMENT ZONING ORDINANCE REQUIRED PROVIDED
MINIMUM SIDEWALK WIDTH 10.5A46.10 (10 FT +2 FT FOR EACH 10+2+2 = 14 FT 14 FEET MINIMUM

STORY ABOVE 3 STORIES) 5 STORIES

MINIMUM COMMUNITY SPACE AREA 10.5A46.22(1)(b) 26,503 X 0.20 = 5,301 SF LOT 3 = 1,437 SF
(20% OF LOT AREA) LOT 2 = 3,881 SF

5,318 SF

SITE REQUIREMENTS FOR INCREASED BUILDING FOOTPRINT AND HEIGHT INCENTIVES

REQUIREMENT ZONING ORDINANCE REQUIRED PROVIDED
OPEN SPACE AREA 10.5A41.10D MINIMUM 5% (.05x26,503=1,325 SF) 7.2% (1,927 SF)

10.513 >50% PERMEABLE (939 SF) 55.3% PERMEABLE (1,047 SF)

SITE OPEN SPACE REQUIREMENTS

PERMEABLE

PERMEABLE

PERMEABLE

PROJECT 
NUMBER

DATE OF ISSUE

DRAWN BY

CHECKED BY

REVISIONS

DATE

SIGNATURE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

ARCHITECT

www.legat.com

Legat Architects

25

PERMIT/BID SET

Deer Street
Associates

Hyatt Place -
Foundry Place

165 Deer Street
Portsmouth, NH 03801

218080

11.30.2018

Author

Checker

AS001

ARCHITECTURAL SITE

PLAN

PERMIT / BID SET

GORRIL PALMER

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515
www.www.gorrillpalmer.com.com

2015 Spring Road, Suite 175
Oak Brook, Illinois 60523

P: 630.990.3535
F: 630.990.3541

IMEG Corp
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.www.imegcorp.com.com

CIVIL ENGINEER / LANDSCAPE
ARCHITECT

STRUCTURAL ENGINEER

MEP/FP ENGINEER

ADVANCED

CONSULTING

300 W Adams Street, Suite 420
Chicago, Illinois 60606

Address Line 2
P: 312.357.1840

www.www.acgintl.com.com

SHEEDY/ DELAROA

4045 N. Rockwell Avenue
Chicago, IL 60618
P: 312.286.5246

www.www.nataliesheedy.com.com

INTERIORS

1/16" = 1'-0" A-201
1

COMMUNITY SPACE SITE PLAN

1/16" = 1'-0" A-201
2

OPEN SPACE SITE PLAN

NO. DESCRIPTION DATE

DATE

SIGNATURE

DATE

S IGNATURE

EXTENSION REQUEST 11/5/2019

26,503 X 0.20 = 5,301 SF LOT 3 = 1,437 SF



UP

UP

C

C

H

C

H

C
W
I

C
W
O

WD

2436

2
4
4
8

2
4
4
8

2
4
4
8

2
4
4
8

2130

D

C
W
I

C
W
O

C
2
4
3
6

2
4
4
8

2
4
3
6

2
4
3
6

D

C H

C H

H

C

G

C

H

G
G

CWI CWO

C

H

C
D

D

2
4
3
0

2
4
3
0

2
4
3
0

2
4
3
0

1
8
4
8

2460

C

D

A-201

1

A-2022

A-201 2

A-202

1

ELEV 2
3500#

200 FPM

1

A-301

1

A-301

267 SF

GUEST KITCHEN

107

210 SF

BAR

103

282 SF

LOBBY

101
76 SF

HOST

102

488 SF

GALLERY

104

107 SF

GM

111

56 SF

LUGGAGE

110

139 SF

WORKROOM

117

1418 SF

KITCHEN

121

285 SF

FIRE SERVICE

118

136 SF

ELECTRICAL

120

32 seats

11

A B C D

4W4W

6E

6E

7W7W

9W9W

1111

H M

33

2E2E

5W

8E8E

10

10

NLJGF

1313

E

12W12W

22
'-0

"
19

'-0
"

1/2 3/4 5/6 7/8 9/10 11/12 13/14 15/16 17/18 19/20 21/22 23/24 25/26 27/28 29/30 31/32

35/3639/4045/464748/495051/5254/5556/5758/5960/61

62/63 64/65 66/67 68/69 70/71 72/73

ELEV 1
3500#

200 FPM

41/42

14 seats

68'-2" 22'-0"

TYPICAL OF 3 CAR LIFTS

25'-9"

22
'-0

"

B
I-

F
O

LD
IN

G
 D

O
O

R

2

A-302

2

A-302

14' SETBACK

14' SETBACK

14
' S

ETBACK

LOADING ZONE

XFRM

V
A

LE
T

 O
N

LY

14
'-5

"
7'

-3
 3

/8
"

14'-11 1/4" 37'-11 1/2" 5'-0" 3'-0"

PROPERTY LINE

PRO
PERTY LINE

OPEN GARAGE

133

STAIR B

ST B1

PHASE 1 DUMPSTERS
17'-0" X 19'-0" AREA

STAIR A

ST A1

49 SF

VESTIBULE

140

889 SF

CAFE

141

TOILET

143

TOILET

144

VALET

115

VESTIBULE

100

WOMENS

112

MENS

113

ELEVATOR LOBBY

109

CORRIDOR

116

VESTIBULE

130

SHARED LOBBY

131

LANDSCAPING

LANDSCAPING

LANDSCAPING

LANDSCAPING

3

A-311

A-400A

1

A-400B

1

33/34

74/75

37/38

13'-7"

OFFICE

121B

953 SF

LOUNGE

105

6'-3 1/8" 2'-4" 21'-4 3/8"

SITE SIGNAGE

B
U

S
S

IN
G

36'-2"

7'
-8

 1
/2

"
9'

-8
"

19
'-2

"

4

A-311

2

A-313

PHASE 2 DUMPSTERS
LOCATED AT LOT 4 EAST OF HOTEL

2'-0" 10'-0"

33
'-1

1 
3/

4"

10'-0"
OVERHANG ABOVE

3'-2"

A-201

3

1'-11 3/4"

5'
-0

 1
/8

"

1

A-302

1

A-302

4

A-314

4

A-315

1

A-311

2

A-301

2

A-301

5

A-311

4

A-312

5

A-313

STORAGE

134

2

A-312

3

A-313

1

A-313

3

A-314

1

A-314

134

ST
A1

FDC

FDC

5

A-315

1

A-312

2

A-314

2

A-311

133

38 
seats

618 SF

DINING

106

LOUNGE

108

8' - 7"

19
' -

 3
 1

/4
"

XFRM

80
 K

W
L

E
V

E
L 

2 
G

E
N

.

4' - 0" 1' - 6" 3' - 6" 3' - 0" 8' - 0" 3' - 0" 7' - 8" 2' - 0"

DRY STORAGE

121C

10' - 0"

8'
 - 

10
 3

/4
"

A-502

14

A-502

15

A-423

1

5'
 - 

0"
28

' -
 1

1 
3/

4"
5"

18
' -

 1
 1

/8
"

8'
 - 

0"
2'

 - 
0"

6'
 - 

0"
2'

 - 
0"

6'
 - 

0"
2'

 - 
0"

8'
 - 

0"
5'

 - 
3 

7/
8"

3'
 - 

4"

13
' -

 1
1"

3'
 - 

4"
3'

 - 
1"

A-424

1

32' - 8"

10
' -

 0
"

4"

2'
 - 

1"

7'
 - 

6"

5'
 - 

2"
9'

 - 
11

"

12' - 0" 20' - 8"

BLACK CHAIN LINK FENCE

5'
 - 

0"

22
'-5

 3
/8

"
4'

-5
 3

/8
"

5'-7 1/8"

N.1

1' - 0" 5' - 5 1/8" 2' - 0"

S6F S3F

S6F

14.29' - MINIMUM

CANOPY ABOVE

CANOPY ABOVE

CANOPY ABOVE

4'
 - 

6"

N003

N002

GAS METERS

REFUSE
CART

53

N005

N006

9'
 - 

2"
9'

 - 
2"

N007

8'
 - 

9 
7/

8"
10

' -
 1

 7
/8

" 8' - 0"

HATCH INDICATES AREA TO 
RECEIVE YELLOW PAINT AT 
GRADE CHANGE ALONG RAMP 
SLOPE'S EDGE

LANDSCAPE AND 
GRANITE CURB

STEP UP

Concrete 4"

Paver4G4

3

A-312

12'-0"
T/ CROWN

11'-10"

11'-10"

B/ CROWN

B/ CROWN

11'-10"

T/ CORNER SLOPE 

11'-10"

T/ SLAB EDGE

11'-10"

T/ CORNER SLOPE

12'-0"

T/ ENTRANCE SLAB

12'-0"

T/ ENTRANCE SLAB

11'-10"

11'-10"

B/ CROWN

B/ CROWN

12'-0"
T/ CROWN

REFUSE
CART

REFUSE
CART

2' - 0"

A-211

12

117' - 3 7/8"

5'
 - 

6"

SALES

114

MDF

119

LAUNDRY

125LINEN STORAGE

126

U
W

T
O

85

U
W

T
O

65

A
D

-7
8

A
D

-7
8

A
D

-7
8

1' - 11 7/8" 150' - 0"

1'
 - 

8"
1'

 - 
6 

1/
4"

FUTURE CAR LIFTS

43/44

37' - 11 1/2"

1

CANOPY DRAINS TO TIE 
INTO STORM LINES 
SHOWN ON C4.0

PROJECT 
NUMBER

DATE OF ISSUE

DRAWN BY

CHECKED BY

REVISIONS

DATE

SIGNATURE

21 22 23 24

U

T

S

R

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 17 18 19 2016

Q

P

N

M

L

K

J

H

G

F

E

C

B

A

D

ARCHITECT

www.legat.com

Legat Architects

25

PERMIT/BID SET

Deer Street
Associates

Hyatt Place -
Foundry Place

165 Deer Street
Portsmouth, NH 03801

218080

11.30.2018

ASM

ASM

A-101

FIRST FLOOR PLAN

PERMIT / BID SET

GORRIL PALMER

707 Sable Oaks Drive, Suite 30
South Portland, ME 04106

P: 207.772.2515
www.www.gorrillpalmer.com.com

2015 Spring Road, Suite 175
Oak Brook, Illinois 60523

P: 630.990.3535
F: 630.990.3541

IMEG Corp
623 26th Avenue

Rock Island, Illinois 61201
P: 312.294.0501
F: 312.294.0003

www.www.imegcorp.com.com

CIVIL ENGINEER / LANDSCAPE
ARCHITECT

STRUCTURAL ENGINEER

MEP/FP ENGINEER

ADVANCED

CONSULTING

300 W Adams Street, Suite 420
Chicago, Illinois 60606

Address Line 2
P: 312.357.1840

www.www.acgintl.com.com

SHEEDY/ DELAROA

4045 N. Rockwell Avenue
Chicago, IL 60618
P: 312.286.5246

www.www.nataliesheedy.com.com

INTERIORS

1/8" = 1'-0" A-201
1

FIRST FLOOR PLAN

ARCHITECTURAL PLAN NOTES

NOTE DESCRIPTION

N001 WALL TO BE FRAMED UP TO CEILING GRID

N002 REMOVABLE METAL SCREEN PANELS WITH 6X6 STEEL POSTS, PAINTED. NOTE
THIS WORK IS ON LOT 4 AND REQUIRES CITY APPROVAL.

N003 PARKING LOT STRIPING TO BE REFLECTIVE YELLOW

N004 S1 (1) ALONG GUESTROOM EXTERIOR WALL DUE TO STEEL BEAM

N005 CITYLIFT PARKING LIFT, TYPICAL OF 36 LOCATIONS DESIGNATED AS "##/##"

N006 8" X 27" PIPE BOLLARD WITH WAUSAU MADE PLASTIC COVER, 10" DIAMETER,
#700401; TYP OF 6 LOCATIONS

N007 SUBSURFACE INFILTRATION SYSTEM - BELOW PARKING GARAGE FLOOR SLAB
CROWNED AREA

N001

NO. DESCRIPTION DATE

1 SCOPE REVISION 6/21/2019

DATE

SIGNATURE

DATE

S IGNATURE

EXTENSION REQUEST 11/5/2019
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GENERAL ROOF NOTES

1. ALL INSULATION JOINTS, HORIZONTAL AND VERTICAL, ARE TO BE 
STAGGERED.

2. ALL INSULATION JOINTS GREATER THAN 1/4" ARE TO BE FILLED W/ 
INSULATION STRIPS.

3. ALL ROOF PENETRATIONS, INCLUDING VENT STACKS, ROOF CURBS, 

AND PIPE SUPPORT CURBS ARE TO BE A MINIMUM OF 8" ABOVE THE 
ROOFING MEMBRANE.

4. FIELD VERIFY ALL CONDITIONS PRIOR TO SUBMITTING SHOP 
DRAWINGS INCLUDING TAPERED INSULATION DRAWINGS W/ ALL 
DRAIN LOCATIONS.

5. ALL COUNTERFLASHING, COPING, AND MISC. METAL FLASHINGS 
PIECES ARE TO HAVE SEALANT APPLIED AT THEIR END CONDITIONS.

6. ALL EXPOSED FASTENERS TO BE CORROSION RESISTIVE, HAVE 
NEOPRENE WASHERS, AND BE COVERED W/ SEALANT FOLLOWING 
ARCHITECT'S APPROVAL.

7. APPLY SINGLE PLY MEMBRANE MANUFACTURER'S SEALANT OVER 

FASTENER HEADS AT BASE FLASHING SECUREMENT.
8. DRAINS TO BE FLASHED AS PER MANUFACTURER'S SPECIFICATIONS.
9. PROVIDE COUNTERFLASHING FOR ALL VERTICAL FLANGES ON 

ENDWALL FLASHING PIECES.
10. WHEN CONDITIONS REQUIRE END WALL FLASHING TO BE INSTALLED, 

COORDINATE  INSTALLATION SO THAT END WALL FLASHING AND 
COUNTERFLASHING COVERING IT ARE NOT DOUBLE FASTENED -
ONLY ONE FASTENER IS REQUIRED TO SECURE BOTH PIECES.

11. SCREW FASTENERS FOR INSULATION ARE TO BE INSTALLED 
THROUGH TOP FLUTES OF METAL DECK ONLY.  

12. ALL WOOD BLOCKING TO BE MITERED AND SCREWED, UNLESS 

NOTED OTHERWISE.
13. ALL COPING JOINTS TO ALIGN WITH CENTER OF METAL PANEL 

JOINTS AND MULLIONS, UNLESS NOTED OTHERWISE.
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A-513

ROOF CONSTRUCTION NOTES

1. INSTALL 1/2" GLASS MAT FACED GYPSUM DECK SHEATHING -
MECHANICALLY FASTED TO THE TOP FLUTE ONLY

2. INSTALL 40 MIL. SELF-ADHERED VAPOR BARRIER MEMBRANE. 
WRAP UP AND OVER THE TOP OF PARAPETS OR A MINIMUM 1'-6" 
WHERE PERPENDICULAR TO EXTERIOR WALLS.

3. INSTALL ONE LAYER OF 2-1/2" RIGID POLYISOCYANURATE 

INSULATION AND ONE LAYER OF 2-1/2" RIGID POLYISOCYANURATE 
(R30 AVERAGE MINIMUM UNLESS INDICATED OTHERWISE ), 
STAGGER JOINTS - FULLY ADHERE FIRST LAYER IN INSULATION 
ADHESIVE, SET SECOND LAYER IN INSULATION ADHESIVE.

4. INSTALL TAPERED RIGID INSULATION SADDLES, SET IN 
INSULATION ADHESIVE.

5. INSTALL COVER BOARD, SET IN INSULATION ADHESIVE.
6. INSTALL INSULATION CANT STRIP AROUND PERIMETER.
7. FULLY-ADHERED SINGLY-PLY MEMBRANE
8. INSTALL WALKWAY PADS
9. INSTALL THRU DRAINS AND SEAL ROOF MEMBRANE AT 

PENETRATIONS
10. INSTALL PREFINISHED COPINGS, ENDWALL FLASHINGS, 

COUNTERFLASHINGS, GUTTERS AND DOWNSPOUT(ROOF AREA 1) 
AND EXPANSION JOINTS.

ROOF AREA: 1, 2, 3, 4, 5 & 6

1. INSTALL 40 MIL. SELF-ADHERED VAPOR BARRIER MEMBRANE. 
WRAP UP AND OVER THE TOP OF PARAPETS OR A MINIMUM 1'-6" 
WHERE PERPENDICULAR TO EXTERIOR WALLS.

2. INSTALL TAPERED RIGID POLYISOCYANURATE, STAGGER JOINTS -
FULLY ADHERE FIRST LAYER IN INSULATION ADHESIVE, SET 
SECOND LAYER IN INSULATION ADHESIVE.

3. INSTALL TAPERED RIGID INSULATION SADDLES, SET IN 
INSULATION ADHESIVE.

4. INSTALL COVER BOARD, SET IN INSULATION ADHESIVE.
5. INSTALL INSULATION CANT STRIP AROUND PERIMETER.
6. FULLY-ADHERED SINGLY-PLY MEMBRANE
7. INSTALL THRU DRAINS AND SEAL ROOF MEMBRANE AT 

PENETRATIONS
8. INSTALL PREFINISHED COPINGS, ENDWALL FLASHINGS, 

COUNTERFLASHINGS, GUTTERS AND DOWNSPOUT(ROOF AREA 1) 
AND EXPANSION JOINTS.

ROOF AREA: 7

ROOF PLAN LEGEND

VENT PIPE ROOF PENETRATION

METAL COPING AND JOINT - REFER TO DETAILS 5/A-521 
(HORIZONTAL) AND 6/A-521 (VERTICAL)

TOTAL HEIGHT OF INSULATION IN INCHES NOT 
INCLUDING COVER BOARD

AREA OF 1/2" PER FOOT TAPERED INSULATION

ROOF DRAIN

AREA OF 1/4" PER FOOT TAPERED INSULATION

OVERFLOW ROOF DRAIN

DSN DOWNSPOUT NOZZLE

DS
SP

DOWNSPOUT - USE WALKWAY PAD FOR SPLASH PAD
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EIFS WALL SYSTEM 
- MATERIAL  TYPE 6A

EIFS WALL SYSTEM 
- MATERIAL  TYPE 6B

EIFS WALL SYSTEM 
- MATERIAL  TYPE 6C

HORIZONTAL PANEL
- MATERIAL  TYPE 2
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GLAZING AND FRAMING:

2 1/2"X4 1/2" STOREFRONT, DARK BRONZE ANODIZED ALUMINUM FRAMING, TUBELITE TU24650 BASIS OF DESIGN

E1 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR - 1/4" CLEAR VL%=64 SHGC=.27U-VALUE=.24
E2 SPANDREL GLAZING: 1" INSULATED: 1/4" CLEAR WITH WARM GRAY ON #3 SURFACE-1/2" AIR - 1/4" CLEAR. 

SPANDREL BACK PAINT COLOR SHALL BE WARM GRAY. USED AT FLOOR SLAB SPANS.
E3 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR- 1/4" CLEAR VL%=70 SHGC=.39U-VALUE=.24
D1 INTEGRAL BLIND GLAZING 1" INSULATED" 1/4" CLEAR - PLEATED BLIND - 1/4" CLEAR VL%=64 SHGC=.27 U-VALUE=.24

KNOB ACTUATION

2"X5 3/4" HOLLOW METAL, DARK BRONZE TO MATCH ANODIZED FRAMING.

E4 DECORATIVE METAL MESH: 1/4" DIA ALUMINUM: CONTINUOUS ALUMINUM PERIMETER CHANNEL AS REQUIRED - STYLE TO 
BE SELECTED AND APPROVED BY ARCHITECT – BASIS OF DESIGN MINICOLS WIRE MESH ITEM #

3P02994810 GALVANIZED PVC COATED 2”X2” SQUARE MESH

2 3/4" FRAME DEPTH, ANCHOR STRAP/ EXTENSION ACCESSORY, DARK BRONZE FRAMING

GS INSULATED GLAZED: MIN. 1" INSULATED: BY MANUFACTURER
GSR INSULATED GLAZED SPANDREL:  MIN. 1" INSULATED: BY MANUFACTURER WITH SPANDREL 

GLAZING BACK PAINT SHALL BE WARM GRAY
MANUFACTURER: TO BE SELECTED BY ARCHITECT: PINNACLE(LOGIC) OR EQUAL

FRAMING TO MATCH ADJACENT STOREFRONT AND OR STOREFRONT SYSTEMS, NANAWALL, EUR WALL EURO C5, LA CANTINA, OR 
EQUAL

E8 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR - 1/4" CLEAR VL%=64 SHGC=.27U-VALUE=.24
TEMPERED PER APPLICABLE CODE

E9 LAMINATED AND MIN. 1/2" THICKNESS: 1/4" CLEAR TEMPERED - .030 LAMINATE - 1/4" CLEAR TEMPERED
TEMPERED GLAZING GENERAL CONTRACTOR IS RESPONSIBLE FOR PROVIDING SIGN/SEALED SUBMITTALS BY A 

STRUCTURAL ENGINEER, AND FOR SUBMITTING ALL CANOPIES FOR PERMIT REVIEW.

E10 FIRE RATED GLAZING - RATING SHALL DEPENDANT ON LOCATION. FOR FIRE LITES, AREA OF GLAZING 
SHALL NOT EXCEED 100 SQ INCHES. GLAZING IN EXCESS OF 100 SQ INCHES SHALL BE DESIGNED AS AN 
ASSEMBLY TO MEET OR EXCEED THE REQUIRED RATING OF ITS LOCATION AND PER APPLICABLE CODES

LOUVERS: RUSKIN ELF30V 3" PRE-FINISHED SIGHT PROOF ARCHITECTURAL LOUVER WITH BLANK OFF PANELS, 
COORDINATE WITH VTAC PLENUM SLEEVES - COLOR TO MATCH ADJACENT CURTAINWALL OR STOREFRONT

GENERAL EXTERIOR WALL INSTALLATION NOTES:

1. MODULAR FACE BRICK TO BE INSTALLED WITH CELL VENT STYLE WEEPS AT BASE 
COURSE, FIRST COURSES ON STEEL SHELF ANGLES, AND (3) THREE COURSES BELOW 
STEEL SHELF ANGLES OR THROUGH WALL FLASHING WITH DRIP EDGES.  AT 24" ON 
CENTER - TYPICAL.

2. REFER TO STRUCTURAL DRAWINGS AT FLOOR SLABS FOR CONTINUOUS SHELF ANGLES 
ILO STANDARD POUR STOPS AND ANGLES TO BE USED AT LINTELS

3. WHERE LOOSE ANGLE ARE PRESENT OVER BENT ANGLES AT OPENINGS PROVIDE FIELD 
CUT FIRST COURSES OF BRICK TO CONCEAL ALL ANGLES AND OR STEEL, OR PROVIDE 
CUSTOM LINTEL BRICK.

4. EXTERIOR SHEATHING IS TO BE CONTINUOUS AND INSTALLED PER 
MANUFACTURER'S INSTRUCTIONS 
a.

5. HYATT SELECT SERVICE REQUIRES R-24 AT ALL EXTERIOR WALLS. REFER TO 
EXTERIOR WALL DETAILS FOR ADDITIONAL INFORMATION

GLAZING 
BASIS OF DESIGN

SOLARBAN 70XL LOW-E
SOLARBAN 70XL LOW-E

SOLARBAN 60 LOW-E
SOLARBAN 70XL LOW-E

AS REQUIRED

BY MANUFACTURER

SOLARBAN 70XL LOW-E

AS REQUIRED

RATING AS REQUIRED

AS REQUIRED

GENERAL GLAZING INSTALLATION NOTES:

1. ALL WINDOW AND DOORS TO COMPLY WITH AAMA.NWDA 101/I.S.2/NAFS. THE LABEL 
SHALL STATE THE NAME OF MANUFACTURER, APPROVED LABELING AGENCY, AND THE 
PRODUCTS DESIGNATION. FINAL GLAZING MANUFACTURER SHALL BE EQUAL TO OR 

BETTER QUALITY THAT BASIS OF DESIGN. DESIGN PRESSURE FOR PROJECT IS 50.

2. ALL GLAZING DETERMINED TO BE AND CLASSIFIED AS HAZARDOUS BY STANDARDS 
SET FORTH IN THE CHICAGO BUILDING CODE SHALL CONFORM TO THE FOLLOWING;

• SAFETY GLAZING MATERIALS – REQUIRED – ALL GLAZED DOORS, AND ANY GLAZED 
PANEL MORE THAN 18 INCHES IN WIDTH IMMEDIATELY ADJACENT TO ANY DOOR 
WHEREIN THE SILL OF SUCH GLAZED PANEL IS LESS THAN 24 INCHES ABOVE THE 
FLOOR SHALL BE CONSIDERED “HAZARDOUS LOCATIONS” AND SHALL BE GLAZED 
WITH SAFETY GLAZING MATERIALS. GLAZED DOORS SHALL INCLUDE, AMONG 
OTHERS, THE FOLLOWING: SLIDING GLASS DOORS, STORM DOORS, SHOWER DOORS 

AND BATHTUB ENCLOSURES.
• SAFETY GLAZING MATERIALS – DEFINED. SAFETY GLAZING MATERIALS ARE 

MATERIALS SO CONSTRUCTED, TREATED OR COMBINED WITH OTHER MATERIALS AS 
TO MINIMIZE THE LIKELIHOOD OF ACCIDENTAL CUTTING AND PIERCING INJURIES 
RESULTING FROM HUMAN CONTACT AND BREAKAGE OF THE GLAZING MATERIAL. 
THEY SHALL NOT SUPPORT COMBUSTION AND MAY BE EITHER TRANSPARENT OR 
NONTRANSPARENT.

• SAFETY GLAZING MATERIALS – STANDARDS.
   TEMPERED GLASS, LAMINATED GLASS AND RIGID PLASTICS, WHICH MEET THE TEST 

REQUIREMENTS OF THE AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) 

STANDARD ANSI-Z-97, 1-1966 ARE CLASSIFIED AS SAFETY GLAZING MATERIALS. 

3. HAZARDOUS GLAZING SHALL BE DETERMINED FOLLOWING THE ABOVE STATEMENTS 
AND OR LABELED WITH "SG" .

GLAZING 
LOCATION:

FIRST FLOOR 
THROUGH 5TH 
FLOOR STORE 

FRONT:

FIRST FLOOR 
PARKING GARAGE:

SECOND THROUGH 
FIFTH FLOOR 

WINDOWS:

CAFE OPERABLE 
EXTERIOR WALL:

RAILINGS:

RATED OPENINGS 
AND LOUVERS

FACADE MATERIALS

PANEL MATERIAL TYPE 1 - COLOR: 
NICHIHA PLYMOUTH BRICK 5/8", 
AWP 1818

HORIZONTAL PANEL MATERIAL TYPE 2 -
COLOR: NICHIHA VINTAGE WOOD -
CEDAR 5/8", AWP 1818

12 X 24 CAST STONE - MATERIAL TYPE 5 -
COLOR: SHOULDICE STONE, TAPESTRY 
LINE, COLOR TO BE SELECTED BY 
ARCHITECT FROM STANDARD RANGE

RAIN SCREEN PANEL: NICHIHA

MODULAR FACE BRICK MATERIAL TYPE 
3 - COLOR: GLEN GERY PATRIOT
REFER  ALSO TO SPECIFICATION 
SECTION 04 22 00 FOR INSTALLATION, 
MATERIALS, AND OTHER ELEMENTS

AIR BARRIER:
IECC 2012, C402.4.1.2.1 MATERIALS:
WALL: DENSGLASS GOLD BY GEORGIA PACIFIC WITH EIFS SYSTEM AIR BARRIER, INSTALLED PER MANUFACTURER'S 

DETAILS AND R-GUARD LIQUID APPLIED AIR BARRIER PRODUCT(S) WHERE REQUIRED BY MANUFACTURER FOR 

WARRANTED TRANSITION DETAILS
ROOF: FULLY ADHERED SINGLY PLY ROOF EPDM MEMBRANE IN COMBINATION WITH FIRESTONE V-FORCE SELF 

ADHERED MEMBRANE AS VAPOR BARRIER FOR A FULLY WARRANTIED ROOF SYSTEM.

FACE BRICK, GRANITE, & STONE:

NOTE:
PROVIDE SOLDIERED OR STACK BOND WHERE INDICATED 
BY NOTE OR GRAPHICALLY INDICATED

WHERE SOLDIERED FACE BRICK FORM CORNER 
CONDITIONS PROVIDE CUSTOM CORNER PIECE - TYPICAL

EIFS WALL SYSTEM (STO CORP OR EQUAL):

MAXLIFE ARMORWALL NC, 3 3/4" THICKNESS WITH R-21

EIFS WALL SYSTEMS TO USE 4" EPS INSULATION BOARD
REFER TO FOR ADDITIONAL MOCK UP INFORMATION

THERMAL PERFORMANCE
U-FACTOR = 0.047
R-VALUE = 21.32

THERMAL PERFORMANCE
U-FACTOR = 0.047
R-VALUE = 21.32

THERMAL PERFORMANCE
U-FACTOR = 0.052
R-VALUE = 19.1

INSULATED METAL PANEL (CENTRIA OR EQUAL):

3" INSULATED METAL PANEL 36" WIDE PANEL: 
CUSTOM COLOR TO BE SELECTED BY ARCHITECT

1

1

1

1

1

1

1

1

1

1

11

/1 A-320

MATERIAL TYPE 6A: 
COLOR 16048 (16047 ALT)

MATERIAL TYPE 6B: 
COLOR 16046 (16045 ALT)

MATERIAL TYPE 6C: 
COLOR 16279

1
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400 LEVEL

50'-2"
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72'-11"

FIFTH FLOOR

59'-8"

4

A-315

E-9E-9 E-9

E-1E-1 E-9 E-9

E-1E-1 E-1 E-1

DECORATIVE FIBERGLASS CORNICE 
- COLOR TO BE DARK BRONZE

PUNCHED GUESTROOM 
WINDOW

EIFS WALL SYSTEM - MATERIAL 6

PRE- FINISHED SIGHT AND 
WEATHER PROOF 
ARCHITECTURAL LOUVER -
COLOR TO MATCH ADJACENT 
FACADE MATERIAL - TYPICAL

CAST STONE - MATERIAL 4

MODULAR BRICK - MATERIAL 3

CAST STONE CORNICE

PRE-FABRICATED METAL 
CANOPY  AND SUPPORTS

ILLUMINATED LED SIGN - GC TO 
COORDINATE CUPPORTS DETAILS 
AND ELECTRICAL SUPPLY WITH 
OWNER'S SIGNAGE CONTRACTOR

PRE-FINISHED METAL COPING -
COLOR TO BE DARK BRONZE

PRE-FINSHED METAL COPING - COLOR 
TO MATCH EIFS MATERIAL 6

EIFS REVEAL - TYPICAL

2'
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-0
"
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ALIGN TOP OF 
REVEAL WITH TOP 
OF OPENING
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PROOF ARCHITECTURAL LOUVER -
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SCUPPER - REFER TO PLUMBING 
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AND CIVIL DRAWINGS AS REQUIRED
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PREFABRICATED 
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CAST STONE 
BANDING

EIFS WALL SYSTEM 
- MATERIAL 6

MODULAR FACE BRICK - MATERIAL 3
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WINDOW
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EIFS WALL SYSTEM 
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PRE-FINISHED ALUMINUM 
STOREFRONT VESTIBULE WITH 
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- MATERIAL TYPE 6A
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GLAZING AND FRAMING:

2 1/2"X4 1/2" STOREFRONT, DARK BRONZE ANODIZED ALUMINUM FRAMING, TUBELITE TU24650 BASIS OF DESIGN

E1 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR - 1/4" CLEAR VL%=64 SHGC=.27U-VALUE=.24
E2 SPANDREL GLAZING: 1" INSULATED: 1/4" CLEAR WITH WARM GRAY ON #3 SURFACE-1/2" AIR - 1/4" CLEAR. 

SPANDREL BACK PAINT COLOR SHALL BE WARM GRAY. USED AT FLOOR SLAB SPANS.
E3 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR- 1/4" CLEAR VL%=70 SHGC=.39U-VALUE=.24
D1 INTEGRAL BLIND GLAZING 1" INSULATED" 1/4" CLEAR - PLEATED BLIND - 1/4" CLEAR VL%=64 SHGC=.27 U-VALUE=.24

KNOB ACTUATION

2"X5 3/4" HOLLOW METAL, DARK BRONZE TO MATCH ANODIZED FRAMING.

E4 DECORATIVE METAL MESH: 1/4" DIA ALUMINUM: CONTINUOUS ALUMINUM PERIMETER CHANNEL AS REQUIRED - STYLE TO 
BE SELECTED AND APPROVED BY ARCHITECT – BASIS OF DESIGN MINICOLS WIRE MESH ITEM #

3P02994810 GALVANIZED PVC COATED 2”X2” SQUARE MESH

2 3/4" FRAME DEPTH, ANCHOR STRAP/ EXTENSION ACCESSORY, DARK BRONZE FRAMING

GS INSULATED GLAZED: MIN. 1" INSULATED: BY MANUFACTURER
GSR INSULATED GLAZED SPANDREL:  MIN. 1" INSULATED: BY MANUFACTURER WITH SPANDREL 

GLAZING BACK PAINT SHALL BE WARM GRAY
MANUFACTURER: TO BE SELECTED BY ARCHITECT: PINNACLE(LOGIC) OR EQUAL

FRAMING TO MATCH ADJACENT STOREFRONT AND OR STOREFRONT SYSTEMS, NANAWALL, EUR WALL EURO C5, LA CANTINA, OR 
EQUAL

E8 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR - 1/4" CLEAR VL%=64 SHGC=.27U-VALUE=.24
TEMPERED PER APPLICABLE CODE

E9 LAMINATED AND MIN. 1/2" THICKNESS: 1/4" CLEAR TEMPERED - .030 LAMINATE - 1/4" CLEAR TEMPERED
TEMPERED GLAZING GENERAL CONTRACTOR IS RESPONSIBLE FOR PROVIDING SIGN/SEALED SUBMITTALS BY A 

STRUCTURAL ENGINEER, AND FOR SUBMITTING ALL CANOPIES FOR PERMIT REVIEW.

E10 FIRE RATED GLAZING - RATING SHALL DEPENDANT ON LOCATION. FOR FIRE LITES, AREA OF GLAZING 
SHALL NOT EXCEED 100 SQ INCHES. GLAZING IN EXCESS OF 100 SQ INCHES SHALL BE DESIGNED AS AN 
ASSEMBLY TO MEET OR EXCEED THE REQUIRED RATING OF ITS LOCATION AND PER APPLICABLE CODES

LOUVERS: RUSKIN ELF30V 3" PRE-FINISHED SIGHT PROOF ARCHITECTURAL LOUVER WITH BLANK OFF PANELS, 
COORDINATE WITH VTAC PLENUM SLEEVES - COLOR TO MATCH ADJACENT CURTAINWALL OR STOREFRONT

GENERAL EXTERIOR WALL INSTALLATION NOTES:

1. MODULAR FACE BRICK TO BE INSTALLED WITH CELL VENT STYLE WEEPS AT BASE 
COURSE, FIRST COURSES ON STEEL SHELF ANGLES, AND (3) THREE COURSES BELOW 
STEEL SHELF ANGLES OR THROUGH WALL FLASHING WITH DRIP EDGES.  AT 24" ON 
CENTER - TYPICAL.

2. REFER TO STRUCTURAL DRAWINGS AT FLOOR SLABS FOR CONTINUOUS SHELF ANGLES 
ILO STANDARD POUR STOPS AND ANGLES TO BE USED AT LINTELS

3. WHERE LOOSE ANGLE ARE PRESENT OVER BENT ANGLES AT OPENINGS PROVIDE FIELD 
CUT FIRST COURSES OF BRICK TO CONCEAL ALL ANGLES AND OR STEEL, OR PROVIDE 
CUSTOM LINTEL BRICK.

4. EXTERIOR SHEATHING IS TO BE CONTINUOUS AND INSTALLED PER 
MANUFACTURER'S INSTRUCTIONS 
a.

5. HYATT SELECT SERVICE REQUIRES R-24 AT ALL EXTERIOR WALLS. REFER TO 
EXTERIOR WALL DETAILS FOR ADDITIONAL INFORMATION

GLAZING 
BASIS OF DESIGN

SOLARBAN 70XL LOW-E
SOLARBAN 70XL LOW-E

SOLARBAN 60 LOW-E
SOLARBAN 70XL LOW-E

AS REQUIRED

BY MANUFACTURER

SOLARBAN 70XL LOW-E

AS REQUIRED

RATING AS REQUIRED

AS REQUIRED

GENERAL GLAZING INSTALLATION NOTES:

1. ALL WINDOW AND DOORS TO COMPLY WITH AAMA.NWDA 101/I.S.2/NAFS. THE LABEL 
SHALL STATE THE NAME OF MANUFACTURER, APPROVED LABELING AGENCY, AND THE 
PRODUCTS DESIGNATION. FINAL GLAZING MANUFACTURER SHALL BE EQUAL TO OR 

BETTER QUALITY THAT BASIS OF DESIGN. DESIGN PRESSURE FOR PROJECT IS 50.

2. ALL GLAZING DETERMINED TO BE AND CLASSIFIED AS HAZARDOUS BY STANDARDS 
SET FORTH IN THE CHICAGO BUILDING CODE SHALL CONFORM TO THE FOLLOWING;

• SAFETY GLAZING MATERIALS – REQUIRED – ALL GLAZED DOORS, AND ANY GLAZED 
PANEL MORE THAN 18 INCHES IN WIDTH IMMEDIATELY ADJACENT TO ANY DOOR 
WHEREIN THE SILL OF SUCH GLAZED PANEL IS LESS THAN 24 INCHES ABOVE THE 
FLOOR SHALL BE CONSIDERED “HAZARDOUS LOCATIONS” AND SHALL BE GLAZED 
WITH SAFETY GLAZING MATERIALS. GLAZED DOORS SHALL INCLUDE, AMONG 
OTHERS, THE FOLLOWING: SLIDING GLASS DOORS, STORM DOORS, SHOWER DOORS 

AND BATHTUB ENCLOSURES.
• SAFETY GLAZING MATERIALS – DEFINED. SAFETY GLAZING MATERIALS ARE 

MATERIALS SO CONSTRUCTED, TREATED OR COMBINED WITH OTHER MATERIALS AS 
TO MINIMIZE THE LIKELIHOOD OF ACCIDENTAL CUTTING AND PIERCING INJURIES 
RESULTING FROM HUMAN CONTACT AND BREAKAGE OF THE GLAZING MATERIAL. 
THEY SHALL NOT SUPPORT COMBUSTION AND MAY BE EITHER TRANSPARENT OR 
NONTRANSPARENT.

• SAFETY GLAZING MATERIALS – STANDARDS.
   TEMPERED GLASS, LAMINATED GLASS AND RIGID PLASTICS, WHICH MEET THE TEST 

REQUIREMENTS OF THE AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) 

STANDARD ANSI-Z-97, 1-1966 ARE CLASSIFIED AS SAFETY GLAZING MATERIALS. 

3. HAZARDOUS GLAZING SHALL BE DETERMINED FOLLOWING THE ABOVE STATEMENTS 
AND OR LABELED WITH "SG" .

GLAZING 
LOCATION:

FIRST FLOOR 
THROUGH 5TH 
FLOOR STORE 

FRONT:

FIRST FLOOR 
PARKING GARAGE:

SECOND THROUGH 
FIFTH FLOOR 

WINDOWS:

CAFE OPERABLE 
EXTERIOR WALL:

RAILINGS:

RATED OPENINGS 
AND LOUVERS

FACADE MATERIALS

PANEL MATERIAL TYPE 1 - COLOR: 
NICHIHA PLYMOUTH BRICK 5/8", 
AWP 1818

HORIZONTAL PANEL MATERIAL TYPE 2 -
COLOR: NICHIHA VINTAGE WOOD -
CEDAR 5/8", AWP 1818

12 X 24 CAST STONE - MATERIAL TYPE 5 -
COLOR: SHOULDICE STONE, TAPESTRY 
LINE, COLOR TO BE SELECTED BY 
ARCHITECT FROM STANDARD RANGE

RAIN SCREEN PANEL: NICHIHA

MODULAR FACE BRICK MATERIAL TYPE 
3 - COLOR: GLEN GERY PATRIOT
REFER  ALSO TO SPECIFICATION 
SECTION 04 22 00 FOR INSTALLATION, 
MATERIALS, AND OTHER ELEMENTS

AIR BARRIER:
IECC 2012, C402.4.1.2.1 MATERIALS:
WALL: DENSGLASS GOLD BY GEORGIA PACIFIC WITH EIFS SYSTEM AIR BARRIER, INSTALLED PER MANUFACTURER'S 

DETAILS AND R-GUARD LIQUID APPLIED AIR BARRIER PRODUCT(S) WHERE REQUIRED BY MANUFACTURER FOR 

WARRANTED TRANSITION DETAILS
ROOF: FULLY ADHERED SINGLY PLY ROOF EPDM MEMBRANE IN COMBINATION WITH FIRESTONE V-FORCE SELF 

ADHERED MEMBRANE AS VAPOR BARRIER FOR A FULLY WARRANTIED ROOF SYSTEM.

FACE BRICK, GRANITE, & STONE:

NOTE:
PROVIDE SOLDIERED OR STACK BOND WHERE INDICATED 
BY NOTE OR GRAPHICALLY INDICATED

WHERE SOLDIERED FACE BRICK FORM CORNER 
CONDITIONS PROVIDE CUSTOM CORNER PIECE - TYPICAL

EIFS WALL SYSTEM (STO CORP OR EQUAL):

MAXLIFE ARMORWALL NC, 3 3/4" THICKNESS WITH R-21

EIFS WALL SYSTEMS TO USE 4" EPS INSULATION BOARD
REFER TO FOR ADDITIONAL MOCK UP INFORMATION

THERMAL PERFORMANCE
U-FACTOR = 0.047
R-VALUE = 21.32

THERMAL PERFORMANCE
U-FACTOR = 0.047
R-VALUE = 21.32

THERMAL PERFORMANCE
U-FACTOR = 0.052
R-VALUE = 19.1

INSULATED METAL PANEL (CENTRIA OR EQUAL):

3" INSULATED METAL PANEL 36" WIDE PANEL: 
CUSTOM COLOR TO BE SELECTED BY ARCHITECT

1

1

1

1

1

1

1

1

1

1
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MATERIAL TYPE 6A: 
COLOR 16048 (16047 ALT)

MATERIAL TYPE 6B: 
COLOR 16046 (16045 ALT)

MATERIAL TYPE 6C: 
COLOR 16279
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FIFTH FLOOR
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A-315 EIFS WALL SYSTEM 
- MATERIAL TYPE 6B
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300 LEVEL
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INSULATED METAL 
PANEL - ORIENTED 
VERTICALLY - PARKING 
GARAGE ONLY

5'-0" X 6'-0" PUNCHED WINDOW

PRE- FINISHED SIGHT AND 
WEATHER PROOF 
ARCHITECTURAL LOUVER -
COLOR TO MATCH ADJACENT 
FACADE MATERIAL - TYPICAL

EIFS WALL SYSTEM 
- MATERIAL TYPE 6B

PRE-FINISHED METAL 
COPING - COLOR TO MATCH 
ADJACENT MATERIAL TYPE

OPEN GARAGE
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1

A-301H G F E
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WALL MATERIAL - TYPICAL

CAR LIFT SYSTEM

5'-0" X 6'-0" PUNCHED 
WINDOW

PRE- FINISHED SIGHT AND 
WEATHER PROOF 
ARCHITECTURAL LOUVER -
COLOR TO MATCH ADJACENT 
FACADE MATERIAL - TYPICAL

EIFS WALL SYSTEM 
- MATERIAL TYPE 6B
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GLAZING AND FRAMING:

2 1/2"X4 1/2" STOREFRONT, DARK BRONZE ANODIZED ALUMINUM FRAMING, TUBELITE TU24650 BASIS OF DESIGN

E1 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR - 1/4" CLEAR VL%=64 SHGC=.27U-VALUE=.24
E2 SPANDREL GLAZING: 1" INSULATED: 1/4" CLEAR WITH WARM GRAY ON #3 SURFACE-1/2" AIR - 1/4" CLEAR. 

SPANDREL BACK PAINT COLOR SHALL BE WARM GRAY. USED AT FLOOR SLAB SPANS.
E3 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR- 1/4" CLEAR VL%=70 SHGC=.39U-VALUE=.24
D1 INTEGRAL BLIND GLAZING 1" INSULATED" 1/4" CLEAR - PLEATED BLIND - 1/4" CLEAR VL%=64 SHGC=.27 U-VALUE=.24

KNOB ACTUATION

2"X5 3/4" HOLLOW METAL, DARK BRONZE TO MATCH ANODIZED FRAMING.

E4 DECORATIVE METAL MESH: 1/4" DIA ALUMINUM: CONTINUOUS ALUMINUM PERIMETER CHANNEL AS REQUIRED - STYLE TO 
BE SELECTED AND APPROVED BY ARCHITECT – BASIS OF DESIGN MINICOLS WIRE MESH ITEM #

3P02994810 GALVANIZED PVC COATED 2”X2” SQUARE MESH

2 3/4" FRAME DEPTH, ANCHOR STRAP/ EXTENSION ACCESSORY, DARK BRONZE FRAMING

GS INSULATED GLAZED: MIN. 1" INSULATED: BY MANUFACTURER
GSR INSULATED GLAZED SPANDREL:  MIN. 1" INSULATED: BY MANUFACTURER WITH SPANDREL 

GLAZING BACK PAINT SHALL BE WARM GRAY
MANUFACTURER: TO BE SELECTED BY ARCHITECT: PINNACLE(LOGIC) OR EQUAL

FRAMING TO MATCH ADJACENT STOREFRONT AND OR STOREFRONT SYSTEMS, NANAWALL, EUR WALL EURO C5, LA CANTINA, OR 
EQUAL

E8 VISION GLAZING: 1" INSULATED: 1/4" CLEAR - 1/2" AIR - 1/4" CLEAR VL%=64 SHGC=.27U-VALUE=.24
TEMPERED PER APPLICABLE CODE

E9 LAMINATED AND MIN. 1/2" THICKNESS: 1/4" CLEAR TEMPERED - .030 LAMINATE - 1/4" CLEAR TEMPERED
TEMPERED GLAZING GENERAL CONTRACTOR IS RESPONSIBLE FOR PROVIDING SIGN/SEALED SUBMITTALS BY A 

STRUCTURAL ENGINEER, AND FOR SUBMITTING ALL CANOPIES FOR PERMIT REVIEW.

E10 FIRE RATED GLAZING - RATING SHALL DEPENDANT ON LOCATION. FOR FIRE LITES, AREA OF GLAZING 
SHALL NOT EXCEED 100 SQ INCHES. GLAZING IN EXCESS OF 100 SQ INCHES SHALL BE DESIGNED AS AN 
ASSEMBLY TO MEET OR EXCEED THE REQUIRED RATING OF ITS LOCATION AND PER APPLICABLE CODES

LOUVERS: RUSKIN ELF30V 3" PRE-FINISHED SIGHT PROOF ARCHITECTURAL LOUVER WITH BLANK OFF PANELS, 
COORDINATE WITH VTAC PLENUM SLEEVES - COLOR TO MATCH ADJACENT CURTAINWALL OR STOREFRONT

GENERAL EXTERIOR WALL INSTALLATION NOTES:

1. MODULAR FACE BRICK TO BE INSTALLED WITH CELL VENT STYLE WEEPS AT BASE 
COURSE, FIRST COURSES ON STEEL SHELF ANGLES, AND (3) THREE COURSES BELOW 
STEEL SHELF ANGLES OR THROUGH WALL FLASHING WITH DRIP EDGES.  AT 24" ON 
CENTER - TYPICAL.

2. REFER TO STRUCTURAL DRAWINGS AT FLOOR SLABS FOR CONTINUOUS SHELF ANGLES 
ILO STANDARD POUR STOPS AND ANGLES TO BE USED AT LINTELS

3. WHERE LOOSE ANGLE ARE PRESENT OVER BENT ANGLES AT OPENINGS PROVIDE FIELD 
CUT FIRST COURSES OF BRICK TO CONCEAL ALL ANGLES AND OR STEEL, OR PROVIDE 
CUSTOM LINTEL BRICK.

4. EXTERIOR SHEATHING IS TO BE CONTINUOUS AND INSTALLED PER 
MANUFACTURER'S INSTRUCTIONS 
a.

5. HYATT SELECT SERVICE REQUIRES R-24 AT ALL EXTERIOR WALLS. REFER TO 
EXTERIOR WALL DETAILS FOR ADDITIONAL INFORMATION

GLAZING 
BASIS OF DESIGN

SOLARBAN 70XL LOW-E
SOLARBAN 70XL LOW-E

SOLARBAN 60 LOW-E
SOLARBAN 70XL LOW-E

AS REQUIRED

BY MANUFACTURER

SOLARBAN 70XL LOW-E

AS REQUIRED

RATING AS REQUIRED

AS REQUIRED

GENERAL GLAZING INSTALLATION NOTES:

1. ALL WINDOW AND DOORS TO COMPLY WITH AAMA.NWDA 101/I.S.2/NAFS. THE LABEL 
SHALL STATE THE NAME OF MANUFACTURER, APPROVED LABELING AGENCY, AND THE 
PRODUCTS DESIGNATION. FINAL GLAZING MANUFACTURER SHALL BE EQUAL TO OR 

BETTER QUALITY THAT BASIS OF DESIGN. DESIGN PRESSURE FOR PROJECT IS 50.

2. ALL GLAZING DETERMINED TO BE AND CLASSIFIED AS HAZARDOUS BY STANDARDS 
SET FORTH IN THE CHICAGO BUILDING CODE SHALL CONFORM TO THE FOLLOWING;

• SAFETY GLAZING MATERIALS – REQUIRED – ALL GLAZED DOORS, AND ANY GLAZED 
PANEL MORE THAN 18 INCHES IN WIDTH IMMEDIATELY ADJACENT TO ANY DOOR 
WHEREIN THE SILL OF SUCH GLAZED PANEL IS LESS THAN 24 INCHES ABOVE THE 
FLOOR SHALL BE CONSIDERED “HAZARDOUS LOCATIONS” AND SHALL BE GLAZED 
WITH SAFETY GLAZING MATERIALS. GLAZED DOORS SHALL INCLUDE, AMONG 
OTHERS, THE FOLLOWING: SLIDING GLASS DOORS, STORM DOORS, SHOWER DOORS 

AND BATHTUB ENCLOSURES.
• SAFETY GLAZING MATERIALS – DEFINED. SAFETY GLAZING MATERIALS ARE 

MATERIALS SO CONSTRUCTED, TREATED OR COMBINED WITH OTHER MATERIALS AS 
TO MINIMIZE THE LIKELIHOOD OF ACCIDENTAL CUTTING AND PIERCING INJURIES 
RESULTING FROM HUMAN CONTACT AND BREAKAGE OF THE GLAZING MATERIAL. 
THEY SHALL NOT SUPPORT COMBUSTION AND MAY BE EITHER TRANSPARENT OR 
NONTRANSPARENT.

• SAFETY GLAZING MATERIALS – STANDARDS.
   TEMPERED GLASS, LAMINATED GLASS AND RIGID PLASTICS, WHICH MEET THE TEST 

REQUIREMENTS OF THE AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) 

STANDARD ANSI-Z-97, 1-1966 ARE CLASSIFIED AS SAFETY GLAZING MATERIALS. 

3. HAZARDOUS GLAZING SHALL BE DETERMINED FOLLOWING THE ABOVE STATEMENTS 
AND OR LABELED WITH "SG" .

GLAZING 
LOCATION:

FIRST FLOOR 
THROUGH 5TH 
FLOOR STORE 

FRONT:

FIRST FLOOR 
PARKING GARAGE:

SECOND THROUGH 
FIFTH FLOOR 

WINDOWS:

CAFE OPERABLE 
EXTERIOR WALL:

RAILINGS:

RATED OPENINGS 
AND LOUVERS

FACADE MATERIALS

PANEL MATERIAL TYPE 1 - COLOR: 
NICHIHA PLYMOUTH BRICK 5/8", 
AWP 1818

HORIZONTAL PANEL MATERIAL TYPE 2 -
COLOR: NICHIHA VINTAGE WOOD -
CEDAR 5/8", AWP 1818

12 X 24 CAST STONE - MATERIAL TYPE 5 -
COLOR: SHOULDICE STONE, TAPESTRY 
LINE, COLOR TO BE SELECTED BY 
ARCHITECT FROM STANDARD RANGE

RAIN SCREEN PANEL: NICHIHA

MODULAR FACE BRICK MATERIAL TYPE 
3 - COLOR: GLEN GERY PATRIOT
REFER  ALSO TO SPECIFICATION 
SECTION 04 22 00 FOR INSTALLATION, 
MATERIALS, AND OTHER ELEMENTS

AIR BARRIER:
IECC 2012, C402.4.1.2.1 MATERIALS:
WALL: DENSGLASS GOLD BY GEORGIA PACIFIC WITH EIFS SYSTEM AIR BARRIER, INSTALLED PER MANUFACTURER'S 

DETAILS AND R-GUARD LIQUID APPLIED AIR BARRIER PRODUCT(S) WHERE REQUIRED BY MANUFACTURER FOR 

WARRANTED TRANSITION DETAILS
ROOF: FULLY ADHERED SINGLY PLY ROOF EPDM MEMBRANE IN COMBINATION WITH FIRESTONE V-FORCE SELF 

ADHERED MEMBRANE AS VAPOR BARRIER FOR A FULLY WARRANTIED ROOF SYSTEM.

FACE BRICK, GRANITE, & STONE:

NOTE:
PROVIDE SOLDIERED OR STACK BOND WHERE INDICATED 
BY NOTE OR GRAPHICALLY INDICATED

WHERE SOLDIERED FACE BRICK FORM CORNER 
CONDITIONS PROVIDE CUSTOM CORNER PIECE - TYPICAL

EIFS WALL SYSTEM (STO CORP OR EQUAL):

MAXLIFE ARMORWALL NC, 3 3/4" THICKNESS WITH R-21

EIFS WALL SYSTEMS TO USE 4" EPS INSULATION BOARD
REFER TO FOR ADDITIONAL MOCK UP INFORMATION

THERMAL PERFORMANCE
U-FACTOR = 0.047
R-VALUE = 21.32

THERMAL PERFORMANCE
U-FACTOR = 0.047
R-VALUE = 21.32

THERMAL PERFORMANCE
U-FACTOR = 0.052
R-VALUE = 19.1

INSULATED METAL PANEL (CENTRIA OR EQUAL):

3" INSULATED METAL PANEL 36" WIDE PANEL: 
CUSTOM COLOR TO BE SELECTED BY ARCHITECT

1

1

1

1

1

1

1

1

1

1
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MATERIAL TYPE 6A: 
COLOR 16048 (16047 ALT)

MATERIAL TYPE 6B: 
COLOR 16046 (16045 ALT)

MATERIAL TYPE 6C: 
COLOR 16279
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1/8" = 1'-0"
1

BULDING ELEVATION - COURTYARD
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