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(LIMIT OF WORK LINE SHALL BE THE EX. TRACK FENCE)

AutoCAD SHX Text
Goal Post

AutoCAD SHX Text
Goal Post

AutoCAD SHX Text
Mesh Netting

AutoCAD SHX Text
Mesh Netting

AutoCAD SHX Text
Edge of Track

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
Sand Pit

AutoCAD SHX Text
Edge of Track

AutoCAD SHX Text
Edge of Turf

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
4' Chain Link Fence

AutoCAD SHX Text
Stadium Line

AutoCAD SHX Text
Stadium Line

AutoCAD SHX Text
Stadium Line

AutoCAD SHX Text
Stadium Line

AutoCAD SHX Text
Portsmouth High School Football Stadium

AutoCAD SHX Text
Gate

AutoCAD SHX Text
Gate

AutoCAD SHX Text
Gate

AutoCAD SHX Text
Gate

AutoCAD SHX Text
Gate

AutoCAD SHX Text
Gate

AutoCAD SHX Text
Trench Drain

AutoCAD SHX Text
Trench Drain

AutoCAD SHX Text
Trench Drain

AutoCAD SHX Text
Trench Drain

AutoCAD SHX Text
Trench Drain

AutoCAD SHX Text
Trench Drain

AutoCAD SHX Text
Asphalt

AutoCAD SHX Text
1. UNDERGROUND UTILITY LOCATIONS SHOWN HEREON ARE BASED ON UTILITY UNDERGROUND UTILITY LOCATIONS SHOWN HEREON ARE BASED ON UTILITY EVIDENCE VISIBLE AT GROUND SURFACE AND RECORD DRAWINGS AND ARE SUBJECT TO FIELD VERIFICATION BY EXCAVATION. UTILITIES SHOWN DO NOT PURPORT TO CONSTITUTE OR REPRESENT ALL UTILITIES LOCATED UPON OR ADJACENT TO THE SURVEYED PREMISES. 2. SURVEY PERFORMED BY WESTON & SAMPSON PE, LS, LA, PC. IN JUNE 2019. SURVEY PERFORMED BY WESTON & SAMPSON PE, LS, LA, PC. IN JUNE 2019. 3. CONTOURS AND ELEVATIONS SHOWN ON NAVD88 VERTICAL DATUM BASED ON GPS CONTOURS AND ELEVATIONS SHOWN ON NAVD88 VERTICAL DATUM BASED ON GPS OBSERVATIONS. 4. NORTH ORIENTATION IS BASED ON GPS OBSERVATIONS TAKEN AT THE TIME OF NORTH ORIENTATION IS BASED ON GPS OBSERVATIONS TAKEN AT THE TIME OF THE FIELD SURVEY.  MAPPING PREPARED ON NAD83 STATE PLANE COORDINATE SYSTEM NEW HAMPSHIRE ZONE.  ZONE. . 

AutoCAD SHX Text
13.5

AutoCAD SHX Text
0

AutoCAD SHX Text
50

AutoCAD SHX Text
100

AutoCAD SHX Text
150



NOTES:
1. CONTRACTOR SHALL R&D EX. TRACK SURFACING COMPLETE. CONTRACTOR SHALL INSTALL NEW TRACK SURFACING WITH

COMPLETE TYPICAL 400M TRACK MARKINGS, COMPLETE.

2. AREAS OF CONCERN ARE BASED OFF A VISUAL INSPECTION OF THE TRACK SURFACING. THESE AREAS ARE NOT EXACT, THE

ENTIRE TRACK AREA SHALL BE INSPECTED BY CONTRACTOR THOROUGHLY DURING CONSTRUCTION. ADDITIONAL AREAS

MAY ARISE ONCE THE EX. TRACK SURFACING IS REMOVED AND THE BASE MATERIAL IS EXPOSED. ANY AREAS DEEMED

UNSUITABLE FOR RESURFACING THE CONTRACTOR SHALL SAWCUT EX. PAVEMENT, R&D EX. TRACK SURFACE AND BIT.

CONCRETE PAVEMENT, COMPLETE. INSTALL NEW AND REGRADE BASE MATERIAL & INSTALL NEW BIT. CONCRETE

PAVEMENT & TRACK SURFACING, COMPLETE.

3. CONTRACTOR SHALL SAWCUT AND R&D EX. ASPHALT MATERIAL, COMPLETE. CONTRACTOR SHALL INSTALL NEW BIT.

CONCRETE PAVEMENT, TYP. CONTRACTOR SHALL VERIFY IN FIELD EXACT LOCATION OF SAWCUT LINE WITH OWNERS

REPRESENTATIVE PRIOR TO CONSTRUCTION.

4. CONTRACTOR SHALL USE EX. CHAIN LINK FENCE AS LIMIT OF WORK. CONTRACTOR SHALL PROTECT EX. FENCE. TYP.

ADD ALTERNATE:
1. FULL TRACK RECONSTRUCTION FOR TRACK AREAS SHOWN AS RESURFACING.

CONTRACTOR SHALL R&D EXISTING TRACK PAVEMENT, COMPLETE. CONTRACTOR
SHALL AMEND BASE MATERIAL AND INSTALL NEW PAVEMENT, COMPLETE.

2. (2) COAT POLYURETHANE SYSTEM STRUCTURAL SPRAY- COLOR RED
3. REPAIR ASPHALT (NON-TRACK AREAS)

SITE PREPARATIONS
& MATERIALS PLAN
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R&D EX. TRACK SURFACING COMPLETE, INSTALL

NEW TRACK SURFACING, WITH COMPLETE TYPICAL

400M TRACK MARKINGS, COMPLETE.

SEE NOTE #1

ALTERNATE:

R&D EX. ASPHALT PAVEMENT

COMPLETE, INSTALL NEW BIT.

CONCRETE PAVEMENT, TYP.

SEE NOTE #3

SAWCUT, TYP.

AREA OF CONCERN, TYP.

SEE NOTE #2

AREA OF CONCERN, TYP.

SEE NOTE #2

CONSTRUCTION ENTRANCE, TYP.

ALTERNATE:

R&D EX. ASPHALT PAVEMENT

COMPLETE, INSTALL NEW BIT.

CONCRETE PAVEMENT, TYP.

SEE NOTE #3

EX. CHAIN LINK FENCE SHALL BE

LOW, PROTECT EX. FENCE, TYP.

R&D EX. TRACK SURFACING COMPLETE,

INSTALL NEW TRACK SURFACING, WITH

COMPLETE TYPICAL 400M TRACK

MARKINGS, COMPLETE.

SEE NOTE #1

EX. TRACK SURFACE TO REMAIN

R&D EX. SAND PIT, COMPLETE.

INSTALL NEW SAND PIT AS

SPECIFIED

ALTERNATE:

R&D EX. ASPHALT PAVEMENT COMPLETE, INSTALL NEW BIT.

CONCRETE PAVEMENT, TYP. SEE NOTE #3

AREA OF CONCERN, TYP.

SEE NOTE #2

R&D EX. PEA STONE, COMPLETE.

INSTALL NEW PEA STONE IN KIND

AREA OF CONCERN, TYP.

SEE NOTE #2

R&D EX. TRACK SURFACING COMPLETE,

INSTALL NEW TRACK SURFACING, WITH

COMPLETE TYPICAL 400M TRACK

MARKINGS, COMPLETE.

SEE NOTE #1

CLEAN EX. TRENCH DRAIN AND

STRUCTURES, COMPLETE.

ALTERNATE:

R&D EX. ASPHALT PAVEMENT

COMPLETE, INSTALL NEW BIT.

CONCRETE PAVEMENT, TYP.

SEE NOTE #3

LIMIT OF WORK LINE SHALL BE THE EX. TRACK FENCE

LEGEND:

SAW CUT

EROSION CONTROLS SET ALONG TRENCH DRAIN, TYP.

R&D EX. ASPHALT PAVEMENT COMPLETE, INSTALL

NEW BIT. CONCRETE PAVEMENT, TYP. SEE NOTE #3

R&D EX. TRACK SURFACING COMPLETE, INSTALL NEW TRACK SURFACING,

WITH COMPLETE TYPICAL 400M TRACK MARKINGS, COMPLETE. SEE NOTE #1

R&D EX. TRACK AND BIT. CONCRETE, COMPLETE.

REGRADE BASE MATERIAL & INSTALL NEW BIT.

CONCRETE PAVEMENT & TRACK SURFACING,

COMPLETE. SEE NOTE #2

R&D EX. SAND PIT, COMPLETE.

INSTALL NEW SAND PIT IN KIND

R&D EX. PEA STONE, COMPLETE.

INSTALL NEW PEA STONE IN KIND

CONSTRUCTION ENTRANCE

REMOVE AND DISPOSE

REMOVE AND RESET

REMOVE AND STORE

R&D

R&R

R&S

TYP. TYPICAL

EX. EXISTING

EX. TRACK SURFACE TO REMAIN
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RESILIENT TRACK SURFACE
SEE SPECIFICATIONS.

1 12" BITUMINOUS CONCRETE TOP
COURSE
2 12" BITUMINOUS CONCRETE
BOTTOM COURSE

AMEND EX. COMPACTED DENSE
GRADED CRUSHED STONE

COMPACTED SUBGRADE

1 
1 2"

2 
1 2"

TRACK SECTION

SCALE: NTS

2

TRACK SECTION (FOR REFERENCE ONLY) ALTERNATE

SCALE: NTS

4

2" WIDE TRACK
STRIPE, TYP.

O
U

TS
ID

E
E

D
G

E

M
E

A
S

U
R

IN
G

LI
N

E
 (

M
L)

S
E

E
 L

A
Y

O
U

T
P

LA
N

12" 20cm

6 LANES AT 42" O.C. = 21'-0"
8 LANES AT 42" O.C. = 28'-0"

  LIMIT OF TRACK SURFACE (SEE PLANS FOR OVERALL DIMENSION)

1'

42" O.C.
TYP.

IN
S

ID
E

 E
D

G
E

CL
TRACK
STRIPE

CL
TRACK
STRIPE

UNIFORMLY SLOPE SUBGRADE AND TRACK
SURFACE AT 1.0% SEE PLANS

2 1/2" BITUMINOUS CONCRETE
BOTTOM COURSE

1 1/2" BITUMINOUS
CONCRETE TOP COURSE

RESILIENT TRACK SURFACE, TYP.

OUTSIDE
EDGE

COMPACTED SUBGRADE

DENSE GRADED
CRUSHED STONE

NOTES:

1. THE SITE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COMPLETE LAYOUT AND INSTALLATION OF
THE TRACK SYSTEM INCLUDING, BUT NOT LIMITED TO ALL TRACK COMPONENTS, EVENTS, SURFACING,
SURVEY, ETC. THE TRACK SHALL BE FIELD STAKED AND LOCATED BY A PROFESSIONAL LICENSED
SURVEYOR EXPERIENCED IN TRACK LAYOUT AND CONSTRUCTION.

2. SEE TRACK SECTION FOR PAVEMENT REQUIREMENTS.

TRACK SURFACE SYSTEM TO EXTEND ATOP
PERIMETER TRACK DRAIN.

1% MAX. SLOPESLOPE

1% MAX. 12
"

EXISTING
SYNTHETIC TURF

INFILL SYSTEM

COMPACTED
STONE LEVELING

COURSE COMPACTED
SUBGRADE

4"
MIN.

4"
MIN.

CONCRETE CURB
BACKING

DRAINAGE
STONE

6"

24
"

PERIMETER TRACK
DRAIN SYSTEM. SEE

SPECIFICATIONS.

4"

WARNING TRACK SURFACE

SCALE: NTS

5

9'

13
'-2

"

23'-4"
10' 6"

36'

LONG JUMP TAKE-OFF BOARD1' TRIPLE JUMP TAKE-OFF BOARD BUILT-IN TRAY
TRIPLE JUMP TAKE-OFF BOARDTRIPLE JUMP TAKE-OFF

BOARD BUILT-IN TRAY

131' MIN.

4'
-0

"LANDING AREA

6"

1'

NOTES:
1. TAKE-OFF BOARDS TO BE INSTALLED PER MANUFACTURER'S REQUIREMENTS AND SPECIFICATIONS.

2. LONG JUMP/ TRIPLE JUMP EVENT LOCATED IN THE NEWLY CONSTRUCTED "D" AREA OF THE TRACK
(SEE LAYOUT PLAN) THE CONTRACT SHALL BE RESPONSIBLE FOR THE COMPLETE CONSTRUCTION
OF THIS EVENT  AND SHALL PROVIDE ALL SURFACING AND PAINT MARKINGS IN STRICT ACCORDANCE
WITH THE UNITED STATES TRACK BUILDERS ASSOCIATION. ALL MARKINGS SHALL BE APPROVED BY
THE OWNER AND ENGINEER PRIOR TO APPLICATION.

3. SAND SHALL BE INSTALLED OVER DRAINAGE FABRIC AND CRUSHED STONE FOR DRAINAGE. INSTALL
4" HDPE PERF. PIPE WITHIN CRUSHED STONE AND CONNECT TO CLOSEST CATCH BASIN. SLOPE PIPE
TO DRAIN.

4. DIMENSIONS MAY VARY DEPENDING ON PRODUCT SELECTED.

5. CONTRACTOR SHALL COORDINATE THE LOCATION OF THE TAKE OFF BOARDS WITH THE OWNER AND
ATHLETIC DIRECTOR FOR APPROVAL PRIOR TO INSTALLATION.

26'-4"

SAND PIT FORM, SEE
SPECIFICATIONS

SAND CATCHERS WITH COVER
LEDGE, SEE SPECIFICATIONS

SAND, SEE
SPECIFICATIONS

PAINTED TRACK WIDTH

LONG JUMP/ TRIPLE JUMP PIT PLAN

SCALE: NTS

6

SIDE VIEW INSTALLED

OPTIONAL OVERFLOW

APPROVED CATCH
BASIN FILTER
DUMP LOOPS

(PROVIDE REBAR)

1" REBAR FOR BAG REMOVAL
FROM INLET (PROVIDE REBAR)

FOAM

EXPANSION RESTRAINT 12
"

2.
5" 1

.5
"

BITUMINOUS CONCRETE
TOP COURSE

BITUMEN TACK COAT

BITUMINOUS CONCRETE
BINDER COURSE

COMPACTED GRAVEL
BORROW MIXED WITH
PULVERIZED
ASPHALT

COMPACTED SUBGRADE

NOTE:
1. CONTRACTOR TO PROVIDE SMOOTH TRANSITION WHERE
NEW PAVEMENT ABUTS EXISTING PAVEMENT, TYP.

INLET SEDIMENT CONTROLS

SCALE: NTS

1

BITUMINOUS CONCRETE PAVEMENT

SCALE: NTS

3

COMPACTED PEA STONE, SEE
SPECIFICATION

COMPACTED SUBGRADE

FINISH GRADE, PITCH
AWAY FROM TRACK 1%

6"

NOTES:
1. APPLY APPROVED PRE-EMERGENT WEED KILLER

AT SUB-GRADE PRIOR TO INSTALLATION OF
FABRIC, AND PEA STONE.

2. SEE SPECIFICATION FOR DETAILED INSTALLATION
INFORMATION.

FILTER FABRIC
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